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Model LRGM

Hafif ve Agir Tip Reduktorlu Giyotin Makaslar
Light and Heavy Duty Direct Drive Guillotine Shears

LRGM 2050x4

LRGM makasi her tiir celigi ve diger malzemeleri kolaylikla
kesmek icin cok gliclu bir sekilde tasarlanmistir. Seri tire-
timde puriizstiz kesimler elde etmek icin detayli ve gelismis
dizayn ozellikleriyle donatilmistir.

n Teknik Ozellikler ve Standartlar

-Celik konstriiksiyon, kaynakl govde

-Iki ytizii kullanilabilen sertlestirilmis bicaklar

-NC kontrolli 750mm arka dayama (4mm Modellerde
Standart, 3mm Modellerde Opsiyoneldir)

-Kesim aninda sacin kaymasini onleyen sac baski sistemi
-Uzun saclar icin on destek dayama kollari (cetvel)
-Parmak koruma bariyeri

-Kesim hatti LED aydinlatmasi

-Ayak pedali ile kontrol

The LRGM shear has been engineered in a very strong
construction to cut different sorts of steel and other
materials easily. There are detailed and advanced
design features that enable clear cuts in serial
production cycles.

“ Technical Specifications and Standards

-Steel construction welded frame

-Two sided hardened blades

-Motarized 750mm NC back gauge (standard on 4mm models,
Optional on 3mm models)

-Hold down system avoiding sheet sliding during operation
-Front support arms for long sheet cutting with ruler

-Finger protection

-Led lighting on cutting line

-Foot pedal contraol

4mm Modellerde 750mm NC
Arka Dayama Standarttir.

On 4mm models 750mm NC
Backgauge is standard




Model LRGM

Hafif ve Agir Tip Reduktorlu Giyotin Makaslar
Light and Heavy Duty Direct Drive Guillotine Shears

LRGM 1350x3

Standart kullanish ozellikler sayesinde verimli ¢alisma

Standard useful features help operating productively

Parmak Guvenlik Bariyeri
Finger Protection Barrier

—q
On Sac Destek Kollar
Frontal Sheet Support Arms _

Standart ayak pedalli operasyon
ve Acil Stop Butonu

180° ayarlanabilir gonye Standard foot pedal operation
180° adjustable gauge and emergency stop button




Model LRGM

Hafif ve Agir Tip Reduktorlu Giyotin Makaslar
Light and Heavy Duty Direct Drive Guillotine Shears

Opsiyonel ilave yeteneklerle daha verimli ¢calisma
Various optional accessories provide more efficency

750 veya 1000 mm mesafeli
NC kontrollii Arka dayama
3mm Modellerde

750 or 1000 mm distance
NC Controlled Backgauge
for 3mm Maodels

Pnomatik Sac Destekleme sistemi

Pneumatic Sheet support device

Optik Okuma ile guivenlik bariyeri

Safety barrier with Optic readers
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Model LRGM

Hafif ve Agir Tip Reduktorlu Giyotin Makaslar
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Light and Heavy Duty Direct Drive Guillotine Shears
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3mm 4 mm

LRGM LRGM LRGM LRGM LRGM LRGM LRGM LRGM

1350x3 = 1550x3  2050x3 2550x3 | 3100x3 = 2050-4 | 2550-4 3050-4
Kesme Kapasitesi Cutting Capacity mm 3 3 3 3 3 4 4 4
Kesme Boyu Cutting Length mm 1350 1550 2050 2550 3050 2050 2550 3050
Vurus Sayisl Stroke Per Minute X 35 35 35 35 35 4 41 41
Tabla Genisligi Table Width mm 390 390 390 390 390 455 455 455
Arka Dayama Uzunlugu Back Gauge Length mm 750 750 750 750 750 750 750 750
Arka Dayama Motor Giicii Back Gauge Motor Power kw 0,75 0,75 0,75 0,75 0,75 0,75 0,75 0,75
Mator Glcd Mator Power kw 3 3 4 4 4 75 75 75
L bzt L Length mm 1930 2150 2700 3200 3700 2700 3200 3700
W Genislik W widih mm 2150 2150 2150 2150 2150 2150 2150 2150
H viikseklik H Height mm 1310 1310 1310 1310 1310 1450 1450 1450
Agirhk Weight kg 1260 1550 1760 1960 2210 3010 3510 4010




+ Pik dokiim ayaklar, Platina tabla ve iist cene

+Kesme aninda sacin kaymasini onleyen mekanik baski sistemi

Teknik Ozellikler ve Standartlar

Model EMGA
Motorlu Angrajh Giyotin Makaslar

Motorized Guillotine Shear

- Ust gene icin ayarlanabilir kizaklar , Dar ve ince saclarin kesimine uygun arka dayama sistemi

+Dort agizh kullanilabilen tek pargali 2379 celik higaklar

+Kolay ayarlanabilen sentil ayar sistemi, Bicaklarin iist tiste binmesini dnleyen bindirmezlik

sistemi, Tek ve seri kesmeye elverisli ayak pedal sistemi

+ Dik kesim saglayan milimetrik gonye , Sessiz ¢alisan kavrama sistemi, Genis ve agili sac

kesmeye uygun 6n gonye ve on kollar

+ Ana mil ve eksantrik kollar igin okuyucu sac muhafaza , Volan icin koruyucu muhafaza

-600mm e kadar arka dayama
-Back Gauge up-to 600mm

EMGA 1320x2,5

Technical Specifications and Standards

- Cast iron frames and base Steel Plate and Upper Jaw
- Mechanical Sheet fixer to avoid slipping , Adjustable sledges for Upper Jaw , Adjustable back

gauge for narrow and short parts

-4 sided 2370 quality high tensile steel blades
- Easy setting of blade gap , Preventor mechanism for blades averlapping, Foot pedal system to

arrange for single or multi-cuts

-Sensitive Frame to enable Clear purpendicuar cuts, silent clutch system, Adjustable front gauges

to enable wide piece cutting

«Sheet cover Far main shaft and eccentric arms , Caver sheet for flywheel

EMGA 1320x2,5

Tabla dlcisl Table dimension mm 380x1420
Bigak boyu Blade length mm 1310
Kesme boyu Shearing Length mm 1300
Kesme kapasitesi (siyah sac) Shearing capacity (mild steel) mm 2,5
Kesme kapasitesi (Paslanmaz) Shearing capacity (Stainless) mm 12
Dakika / Kesim Cut / per Minute X 80
Matar gucu Motar power kw 3
Arka dayama agiklig Back gauge length mm 600
Uzunluk Length mm 1550
Genislik Width mm 840
Yikseklik Height mm 1200
Agirhk Weight kg 900
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Model KMW
Kollu Agir Tip Giyotin Makaslar

Double Arm Heavy Duty Guillotine Shear

n Teknik Ozellikler ve Sta

+ Dokiim tabla ve iist ¢ene

+Dort agizh kullanilabilen tek pargali 2379 elik bi
+Kolay ayarlanabilen Bigak araligi sistemi

« (ift Kollu Rahat Kesim

KMW 1500x1,5

ndartlar n Technical Specifications and Standards

+ Cast iron table and Upper Jaw

caklar +4 sided 2370 quality high tensile steel blades
- Easy setfing of blade gap
+Double Arm Levers provide easy cutting

Tabla olgisu Table dimension mm 300x1520
Bigak boyu Blade length mm 1520
Kesme boyu Shearing Length mm 1500
Kesme kapasitesi (siyah sac) Shearing capacity (mild steel) mm (5]
Arka dayama agikhigi Back gauge length mm 300
Uzunluk Length mm 2080
Genislik Width mm 840
Yikseklik Height mm 1320
Agirlik Weight kg 550




Model PPS
Pnomatik Pedalli Giyotin Makaslar

Pneumatic Pedestal Guillotine Shears

610mm e kadar arka dayama
Back Gauge up-to 610mm

A
-

Opsiyonel Sac Kapakli Tip
Optional Sheet Covered Type

Pnomatik Pedal ile rahat kesim
Easy Operation by pneumatic Pedal

PPS-15

Sac Kapaklar standart
Sheet Covers are Standard

Dokiim Taslanmis tabla
Cast Iran ground Table

Teknik Ozellikler
ve Standartlar

- Dokiim Govde
+ Agir ve dayanikli Celik Platine Kesim Tablasi
+Yan ve Arka Dayamalar

+Parmak Koruma Izgarasi

+ Pnomatik Ayak Pedal Mekanizmasi
PPS-12 PPS-15
Tabla dlgist Table dimension mm 350x1470 330x1430
Technical Specn‘lcanons Bigak boyu Blade length mm 1320 1320
and Standards
Kesme boyu Shearing Length mm 1300 1300
+(Cast Iron Frame L . . .
-Heavy and Rigid Steel Plate Cutting Table Kesme kapasitesi (siyah sac) Shearing capacity (mild steel) mm 1,2 1,5
+Side and Back gauges .
~Finger Guard Arka dayama agikhigi Back gauge length mm 610 610
+ Pneumatic Foot Pedestal Operated
Uzunluk Length mm 1680 1680
Genislik Width mm 640 560
Yiikseklik Height mm 1360 1150
Adirhk Weight kg 490 600




Model PPS
Pnomatik Pedalli Giyotin Makaslar

Pneumatic Pedestal Guillotine Shears

PPS-10

Standart
Standard

Opsiyonel Sac Kapakli Tip
Optional Sheet Covered Type

n Teknik Ozellikler ve Standartlar Technical Specifications and Standards
+Dokim Govde - Cast Frame

« Agir ve dayanikli Celik Platine Kesim Tablasi +Heavy and Rigid Steel Plate Cutting Table

+Yan ve Arka Dayamalar -Side and Back gauges

+Parmak Koruma Izgarasi - Finger Guard

+Pnomatik Ayak Pedal Mekanizmasi +Pneumatic Foot Pedestal Operated

Tabla olgist Table dimension mm 320x1150 300x1180
Bigak boyu Blade length mm 1025 1030
Kesme boyu Shearing Length mm 1000 1050
Kesme kapasitesi (siyah sac) Shearing capacity (mild steel) mm 1 1
Arka dayama agikhigi Back gauge length mm 500 500
Uzunluk Length mm 1550 1320
Genislik Width mm 840 860
Yiikseklik Height mm 1200 1200
Adirlik Weight kg 350 380




Model PS
Ayak Pedalli Giyotin Makaslar

Foot Pedestal Guillotine Shears

610mm e kadar arka dayama
Back Gauge up-to 610mm

PS-12

Platine Konstriiksiyon Govde

Plate Construction Frame Opsiyonel Yayli pedal + Dili sistemi ile kolay kesim

Optional Gear supported for Spring + Foot Pedal

P5-15 Kolay ayarlanabilen arka dayama
Dokiim Govde Backgauge with easy setting
Cast Frame

Tabla dlgist Table dimension mm 350x1470 330x1430
Bigak boyu Blade length mm 1320 1320

Kesme boyu Shearing Length mm 1300 1300

Kesme kapasitesi (siyah sac) Shearing capacity (mild steel) mm 1,2 1,5

Arka dayama agikhigi Back gauge length mm 610 610
Uzunluk Length mm 1680 1680
Genislik Width mm 640 560
Yiikseklik Height mm 1360 1150

Agirhik Weight kg 490 600




Model PS
Ayak Pedalli Giyotin Makaslar

Foot Pedestal Guillotine Shears

g PS0

siearekas f Dokiim Govde

Cast Frame

PS-10
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PS-1

500mm e kadar arka dayama
Back Gauge up-to 500mm
Platine Konstriksiyon Tabla

Plate Construction Frame

500mm e kadar arka dayama

, Back Gauge up-to 500mm

PS-55
Dokiim Govde )
Platine taslanmis fabla 500mm e kadar arka dayama
(Cast Frame
Steel plate ground table Back Gauge up-to 500mm

n Teknik Ozellikler ve Standartlar n Technical Specifications and Standards

+Agir ve dayanikli Celik Platine Kesim Tablasi
+Yan ve Arka Dayamalar
+Parmak Koruma Izgarasi

+Heavy and Rigid Steel Plate Cutting Table
+Side and Back gauges

-Finger Guard

Tabla ol¢usu Table dimension mm 320x550 320x1150 300x1180
Bigak boyu Blade length mm 550 1025 1030
Kesme boyu Shearing Length mm 550 1000 1050
Kesme kapasitesi (siyah sac) Shearing capacity (mild steel) mm 1 1 1
Arka dayama agikhigi Back gauge length mm 500 500 500
Uzunluk Length mm 800 1300 1320
Genislik Width mm 600 840 860
Yiksekik Height  mm mo 1200 1200
Agirhik Weight kg 290 350 380




Model DKM
Agir Tip Komple Dokiim Manuel Kollu Giyotin Makaslar

Heavy Duty Fully Cast Iron Manual Arm Guillotine Shears/,.

DKM-12

DKM-13

Teknik Ozellikler ve Standartlar

- Komple dokiim tabla ve pik dokiim ayaklar

= Kullanicinin saca hakimiyetini kolaylastiran tabla
=Dayanikli platina gelikten imal edilmis kesme kolu
= Kesim aninda sacin kaymasini 6nleyen mekanik baski sistemi
= Tek pargali, dort agizh kullanilabilen ozel gelik alt ve dist bigak (spk2080)
=Sacin kolay hareketini saglayan tabla tizerinde hava kanallari

Technical Specifications and Standards

-Komple Agir Tip Dokum tabla ve Ayaklar
+ Fully cast iron fable and cast iron frames -Heavy Duty Fully Cast Iron Table and Frames
-Large table enables easy usage of sheet

- Cutting lever made of plate steel

- Mechanical pressure system prevents sliding of sheet during cutting
- Monablock knives made of air hardened steel (spk2080) 4 sides of blade is useable

- Air channels on table to enable easy movement of sheet an the table

DKM-12 DKM-13
Tabla ol¢ust Table dimension mm 600x1270 600x1570
Bigak boyu Blade length mm 1050 : 1350
Kesme boyu Shearing Length mm 1030 1300
Kesme kapasite- | Shearing capa- mm 1.5 1.5
si (siyah sac) city (mild steel)
Arka dayama Back gauge mm 500 500
acikhigi length
Uzunluk Length mm 1850 2300
Genislik Width mm 1100 1100
Yiikseklik Height mm 1200 1300
Agirlik Weight kg 500 600




Model CKM
(ift Kramyerli Manuel Kollu Giyotin Makas

Double Rack Manual Arm Guillotine Shear

Teknik Ozellikler ve Standartlar

« Celik konstriiksiyon govde ve ayaklar

+Kullanicinin saca hakimiyetini kolaylastiran genis tabla

+Dayanikli platina celikten imal edilmis kesme kolu

+Kesim aninda sacin kaymasini 6nleyen mekanik baski sistemi

- (ift Kramyerli kolay hareket eden Arka Dayama

« Agili sac kesimine uygun n gonye ve dik kesim saglayan milimetrik gonye
-Kullanma kilavuzu

- (ift Kramyerli Arka Dayama
-Double Gear-rack Backgauge

-Yiiksek kalite uzun omdirlii bicaklar
-High tensile strength longlife blades

Technical Specifications and Standards

- Steel constructed bodey and frame
- Large table facility the command of sheet metal by operator

« Cutting lever made of plate steel for the purposes of flexibility and stability
*Mechanical pressure system prevents sliding of sheet during

- Double Gear-rack system for easy adjustment of Backgauge

-Front set appropriate for angle sheet metal cutting

+User's manual

CKM-13

C(KM-12

CKM-13 CKM-12
Tabla ol¢lisl Table dimension mm 650x1550 650x1250
Bigak boyu Blade length mm 1320 1050
Kesme boyu Shearing Length mm 1300 1000
Kesme kapasitesi Shearing capacity mm 1.5 1.5
(siyah sac) (mild steel)
Arka dayamaagikligr | Back gauge length mm 530 530
Uzunluk Length mm 2470 2070
Genislik Width mm 850 850
Yikseklik Height mm 1260 1260
Adirhk Weight kg 350 300




Model MKM / KM-S

Motorlu ve Masatistii Tip Kollu Makaslar
Motorized and Desktop Type Manual Shears

MKM 1050x1,0 MKM 650x1,25

KM-51050x1 KM-S 650x1,25

n Teknik Ozellikler ve Standartlar n Technical Specifications and Standards

- Platin ve Sac g(’jvde o _ ) -Plate and Steel Body

+Tek parcali, dort agizl kullanilabilen ozel celik alt ve tist bigak (spk2080) -Monoblock knives made of air hardened steel (spk2080) 4 sides of hlade is useable

+ Hafif ve rahatca tasinabilir «Light weight and portable
Bicak boyu Blade length mm 1050 650 1050 650
Kesme boyu Shearing Length mm 1050 650 1050 650
Kesme kapasitesi (siyah sac) Shearing capacity (mild steel) mm 1 1,25 1 1,25
Mator Gucu Motor Power kw 0,75 0,75
Uzunluk Length mm 1450 1050 1370 970
Genislik Width mm 630 630 480 470
Yukseklik Height mm 650 650 580 540
Adirhk Weight kg 310 250 180 120




Model KM

Masatustu Tip Dokum Kollu Makaslar
Desktop Type Cast Iron Manual Shears

(ift Kramyerli Arka Dayama
Double Step-geared Backgauge

KM-35 A KM-25

n Teknik Ozellikler ve Standartlar n Technical Specifications and Standards

- Dokum govde Cast iron Body

-Bohler Bigaklar +Bohler Blades

- Direksiyonlu (ift Kramyerli arka dayama -Hand Wheel Back Gauge Adjustment with Double Rack

- Hafif ve rahatca tasinabilir + Light weight and easy movable
Tabla clgusu Table dimension mm 250x580 250x430
Bicak boyu Blade length mm 550 350 280
Kesme boyu Shearing Length mm 550 350 250
Kesme kapasitesi (siyah sac) Shearing capacity (mild steel) mm 1 1 0,6
Arka dayama agikligi Back gauge length mm 300 200
Uzunluk Length mm 750 600 400
Genislik Width mm 1100 1100 100
Yiikseklik Height mm 1200 1300 200
Adurlik Weight kg 500 600 5




Model FPN / P-FPN

Ayak Pedalli Kose Kesme Makineleri
Foot Pedal Corner Notching Machines

FPN1,5

- Platina Sac Kaynakli Govde
-Plate Steel Welded Frame

-Pnomatik Pedal
-Pneumatic Pedal

P-FPN1,5

e f

-Opsiyonel Sac Kapakli Tip
-Optional Sheet Covered Type

n Teknik Ozellikler ve Standartlar n Technical Specifications and Standards

+ Ayak Pedalli calisma +Foot Pedal Operation

+90 derece sabit kesme agisi +90 degree fixed angle cutting

+ Ayarlanabalir ¢alisma alani + Adjustable Work Stops

+ Ayarlanabilir Bigak Bosluklari + Adjustable Blades Gap
Kesme Kapasitesi Notching Capacity mm 1,5 1,5
Kesme ol¢us Cutting Dimensions mm 80x80 80x80
Kog¢ Mesafesi Stroke mm 25 25
Derece Angle Z 90 90
Uzunluk Length mm 550 550
Genislik Width mm 400 400
Yukseklik Height mm 1200 1200
Adirlik Weight kg 90 100




Model MN

Kollu Kose Kesme Makaslan
Arm Lever Corner Notchers

MN3

Platina Sac Kaynakl Govde
Plate Steel Welded Frame

Teknik Ozellikler ve Standartlar

« Celik Sac, demir gubuk ve lama kesme icin idealdir
-Kaliteli celik alasimli dayanikli bicak

- Rahatca fasinabilir ve Tezgah Ustiine monte edilebilir
+Kolay bigak degisimi

Opsiyonel Stand
Optional Stand

Dokiim Govde
(ast Frame

Technical Specifications and Standards

-Ideal for Steel plate,, rod steel and flat bar cutting
- Hight tensile durable blades

- Easy to carry and Mount on a fable or stand

- Easy blade exchangable

Kesme Kapasitesi Notching Capacity mm 3 1,5
Kesme olgusu Cutting Dimensions mm 100x100 152x152
Kog Mesafesi Stroke mm 30 20
Derece Angle Z 90 90
Uzunluk Length mm 460 580
Genislik Width mm 450 530
Yiikseklik Height mm 760 520
Agirhk Weight kg 105 80




Model HNM-6 F
Hidrolik Sabit Agil Kose Kesme Makinesi
Hydraulic Fixed Angle Corner Notching Machine

-Sabit 90 Agili Bigaklar
-Fixed 90 Blades

Teknik Ozellikler ve Standartlar Technical Specifications and Standards

+HNM-6 F sabit agili kase kesme makinesi 6mm’ye kadar kose gikarir. +The HNM-6 F hydraulic notcher can cut up to 6 mm
+En genis kesme olgileri 250x250mm +The biggest notcher size is 250x250mm
+ Sabitlenmis 90° sayesinde hizli kase ¢ikarma +The notching angle fixes in 90° with high notching speed
+ Az hacmi sayesinde rahat bir ¢alisma imkani sunar +The hydraulic notcher has compact structure,small volume and convenient operation
. Paslanmaz Motor Tabla Kesme Maksimum Bicak Yag tank Maksimum - . . .
felik Kesme Kesme Giicti boyutu Agisi kesme / dak boyu kapasitesi | ¢alisma basinci Uzunluk Genislk . Yyksekik — Agurk
) Stainleess Table Cutting | Max. cutting per. Blade . .. Max. working . . .
Steel Cutting Cutting Power Dimension  Angle minute Length 0il Tank Capacity pressure Length Width Height Weight
MODEL mm (30°) mm (30°) kw mm ° X mm It. bar mm mm mm kg
HNM-6 F 6,5 3 4 800x750 90 25 250x250 35 200 1010 850 1400 630




Model HNM-6 V-P - gpit o
Hidrolik Agi Ayarli Kose Kesme Makaslari
Hydraulic Variable Angle Corner Notchers

Zimba istasyonu
Punch Unit

Aci Ayarli Bigaklar (Standart)
Angle Adjustable Blades

6mm Kalinlik
Maksimum @14mm Delme kapasitesi

6mm Thickness
Maximum @14mm Punching capacity

140°

Teknik Ozellikler ve Standartlar Technical Specifications and Standards

+HNM-6 V variable rake hydraulic corner notchers have a strong frame with its statically
and dynamically rigid steel table and top beam material.

+T slot top table realizes precise cuttings and there is no need for alignment for differ-
ent sheet thicknesses by means of automatic blade gap adjustment.

-HNM-6 V series perform frequent cutting repeatability via 4 hydraulic hold-down
cylinders.

- With the Punching Station in the back of the machine it becomes to a very efficient
multi-funcitonal machine.

+HNM-6 V agi ayarl hidrolik kdse kesme makinesi statik ve dinamik rijitligi saglanmis ¢elik
tabla ve tist cene malzemesi ile gliclii bir yapiya sahiptir.

+Hassas sekilde kesim yapabilmek igin makinenin iist tablasi T- kanalli olarak islenmistir ve
farkli sac kalinliklarini kesmek igin ayri ayar gerektirmeyen otomatik sentil ayar sistemi ile
donatilmistir.

=4 hidrolik baski silindiri sayesinde sik tekrarlanabilir kesim imkani sunmaktadir.

+Makinanin arka balimiinde bulunan ZIMBA-Delik DELME istasyonu sayesinde ¢ok islevli
bir makinadr.

) Paslanmaz | Motor Kesme Maksimum Yag tank Maksimum . . . .
(elik Kesme Kesme Giicii Tabla boyutu Agisi kesme / dak Bigak boyu kapasifesi | calisma basinc Uzunluk | Genislik = Yikseklik  Agirlik
Steel Cutting 51a|n|_eess Power | . Table_ Cuffing | Max. ‘F‘“‘”g PET Blade Length il TaT‘k Max. working Length Width Height Weight
Cutting Dimension = Angle minute Capacity pressure
mm (60..140°) : mm (60..140° .
MODEL (6&..140“] ) (6;)..140”) ) kw mm X mm It. bar mm mm mm kg
HNM-6 V-P ﬁ 235 4 1150x610 | 30-140° 30 200x200 35 200 1100 1150 1200 1150




Model HM
Hafif Tip Kollu Giyotin Makaslar
Lightweight Arm Guillotine Shears

HM-500
HM-800
HM-1000
Opsiyonel Stand
Optional Stand
(elik + Galvaniz Sac, Bakir, Alimingyum PVC, plastik tabakalar Karton / Mukavva
Steel + Galvanised , Copper , Aluminium PVC Foam, plastic sheets Cardboards
n Teknik Ozellikler ve Standartlar n Technical Specifications and Standards
- (elik govde - Steel Body
- Bohler Bigaklar +Bohler Blades
- Direksiyonlu (ift Kramyerli arka dayama -Hand Wheel Back Gauge Adjustment with Double Rack
- Hafif ve rahatca tasinabilir - Light weight and easy mavable
Bicak boyu Blade length mm 530 820 1050
Kesme boyu Shearing Length mm 500 800 1000
Kesme kapasitesi (siyah sac) Shearing capacity (mild steel) mm 1 1 1,2
Uzunluk Length mm 780 1120 1380
Genislik Width mm 280 280 280
Yukseklik Height mm 540 540 540
Adirlik Weight kg 50 70 90




Model IDK

Manuel Kollu Daire Kesme Makasi
Manual Circular Shear

IDK-1
Model IDK-1
-i¢ cap pul gikartamaz
-can not cut inside
diameters

."‘ ) “.
[l A
o ay, -

. . IDK1

L Minimum Kesme (apl Minimum Cutting Diameter Pmm 150
*Ozel Dokiim Govde :

- Ozel celikten Grefilmis acili bicaklar Maksimum Kesme (api | Maximum Cutting Diameter ~ @mm 1000
- Dokiim yataklamal bicaklar

+ AB Giivenlik Direktiflerine uygunluk (CE) Kesme kapasitesi CuTTing capaciTg o mm 1

-Kullanma kilavuzu

Bigak Malzemesi Blade Material k 2379

Kambur Derinligi Hump Depth mm 600

Technical Specifications and Standards goga; perinlisi Threat Denth J— 500

-Rigid Cast Frame Uzunluk Length mm 1200
+Special steel blades o : :

+Blades assembled in cast iron bushings il Uiy mm <UL

+ Built according to EC Safety Directives Yiikseklik Heigth | mm 450
+User's manual tl

Agirlik Weight kg 60

Model IMS / TMS

Sekilli Kesme Makaslan
Form Cutting Shears

IMS],S% IMS3 | TMS?2

Kesme kapasitesi | Cutting capacity mm 15 3 2
Bigak Malzemesi | Blade Material : k 2379 2379 | 2379
Uzunluk Length mm | 400 320 260
Genislik Width mm | 150 240 190
Yikseklik Heigth mm | 160 340 400
Agirlik Weight kg 5 22 10




Model IDK -1,8

Motorlu Daire Kesme Makasi
Motorized Circular Shears

IDK1,8 | .I

o
AKINA SM-'A\‘l ve TICARET A
M

DK 1,8

Model IDK-1,8

-i¢ cap pul gikartamaz
-can not cut inside
diameters

e IDK1,8
< Gzel Diskiim Givde Minimum Kesme (api Minimum Cutting Diameter gmm 110
+ Ozel gelikten tretilmis agili bigaklar . . . .
'KIZZI| ;atlaklan:JaI| ;)IQE;;BEI 1D Maksimum Kesme (api Maximum Cutting Diameter @mm 1000
- Frenli Rediiktorli Motor oo . .
- Hareketli Ayak Pedali Kesme kapasitesi Cutting capacity mm 2
+AB Giivenlik Direktifleri luk (CE . .
_Ku”gl;]\:sg L”a\llfzul erine uygunlok () Kesme Hizi m/dak. Cutting speed m/min. m 75
Bicak Malzemesi Blade Material k 2379
Motor gucl Motor Power kw 11
. R Kambur Derinligi Hump Depth mm 610
Technical Specifications and Standards
Bogaz Derinligi Throat Depth mm 215
Uzunluk Length mm 1350
+Rigid Cast Frame
-Special steel blades Genislik Width mm 400
- Blades assembled in bronze bushings
- Gearbox motor with brake system Yikseklik Heigth mm 1300
+Mobile control panel with foot pedal
+Built according fo EC Safety Directives Adirlik Weight kg 220

- User's manual




IDK 2

Model IDK 2
-ic cap pul gikartabilir
-can cuf inside diameters

Teknik Ozellikler ve Standartlar

+ Ozel Dgkiim Govde

+ Ozel celikten tretilmis agill bicaklar
«Kizil yataklamali bigaklar

« Frenli Rediiktorli Motor

«Hareketli Ayak Pedali

+Merkezi Yaglama Sistemi

+ic cap Pul gikartma sistemi

« AB Givenlik Direktiflerine uygunluk (CE)
+Kullanma kilavuzu

Model IDK 2

Opsiyonel pnomatik sac sabitleme sistemi
Optional pneumatic sheet centering
device

Model IDK - 2

Motorlu Daire Kesme Makasi - Agir Tip
Motorized Circular Shear - Heavy Duty

cARET A
SANAYI v TicARET Ad

IDK-2

MAKINA

Technical Specifications and Standards

+Rigid Cast Frame

+Special steel blades

+Blades assembled in bronze bushings
- Gearbox matar with brake system
+Mobile control panel with foot pedal

« Central Lubrication System

+Inside diameter cutting system

+Built according to EC Safety Directives
+User's manual

(o

Minimum Kesme (Capi Minimum Cutting Diameter Pmm 120
Maksimum Kesme (api Maximum Cutting Diameter Pmm 1000
Kesme kapasitesi Cutting capacity mm 2

Kesme Hizi m/dak. Cutting speed m/min. m 75

Bicak Malzemesi Blade Material k 2379
Motar gucu Motar Power kw 11

Kambur Derinligi Hump Depth mm 700
Bodaz Derinligi Throat Depth mm 280
Uzunluk Length mm 1400
Genislik Width mm 400
Yiikseklik Heigth mm 1300
Agirlik Weight kg 350




Model IDK - 3,5

Motorlu Pnomatik Daire Kesme Makasi
Motorized Pneumatic Circular Shear

IDK 3,5 E<EMSA |

MAKINA SANAT] vo TICARET A § |

Teknik Ozellikler ve Standartlar

« Celik konstriiksiyon kaynakli govde
+ Ozel celikten tretilmis agili bicaklar
+Kizil yataklamali bigaklar

- Frenli Rediiktorli ana motor
+Motor tahrikli merkezleme sistemi
- Hareketli kumanda paneli

= Merkezi yaglama sistemi

+ic cap Pul gikartma sistemi

+ AB Giivenlik Direktiflerine uygunluk (CE)
+Pnomatik merkezleme sistemi

-8 bar hava basinci ile galisir
+Kullanma kilavuzu

Technical Specifications and Standards

-Steel welded construction frame
«Special steel blades

+Blades assembled in bronze bushings
- Gearbox motor with brake

- Motorised sheet centering system
+Mobile control panel

- Central Lubrication system

+Inside diameter cutting system

+Built according to EC Safety Directives and has CE Mark
+Pneumatic clamp on center

-8 bar air pressure needed

+User's manual

IDK 3,5

Pnomatik Sikistirmali
Daire Kesme Makasi
Pneumatic Type
Circular Cutting Shear

Model IDK 3,5

i¢ cap pul gikartabilir
can cut inside diam-
eters

Minimum Kesme (api Minimum Cutting Diameter gmm 200
Maksimum Kesme (api Maximum Cutting Diameter gmm 1200
Kesme kapasitesi Cutting capacity mm 35
Kesme Hizi m/dak. Cutting speed m/min. m 6,5
Bicak Malzemesi Blade Material k 2379
Motar guct Motor Power kw 2,2
Kambur Derinligi Hump Depth mm 750
Bogdaz Derinligi Throat Depth mm 250
Uzunluk Length mm 2000
Genislik Width mm 600
Yiikseklik Heigth mm 1400
Agirhk Weight kg 750




Model MEB

Kollu Zimba Ve Kombine Makaslar
Manual Arm Punch And Shears

MEB 115

Kombine Kollu Zimba ve Sag Makasi
Manual Punch And Shear

Sac Kesme / Sheet Cutting 10mm
Lama Kesme / Flat Bar 90x14 mm
L Kosebent / L Section (Angle) 60x7 mm
T Kosebent /T Section 60x7 mm
Kare Demir / Square Iron 20mm
Yuvarlak Demir / Rebar 20 mm
Agirhk / Weight 180 kg
Bicak Boyu / Blade Length 175 mm

Zimha Kapasitesi / Punch Capacity

g 13mm. 9 10 mm.
g 22mm. O 5.8 mm.
@ [4] 45 mm. A 2.8 mm.

MEB-117 MEB-140 MEB-141

Kollu Zimba ve Sa¢ Makasi Kollu Zimba Kollu Zimba : Arka Dayama aparatli

Manual Punch And Shear Manual Punch Manual Punch : With backgauge device
Sac Kesme / Sheet Cutting 10 mm
Lama Kesme / Flat Bar 90x14 mm 213 mm. [ 10 mm. 2 13mm. [0 10 mm.
L Kosebent / L Section (Angle) 60x7 mm @ 22 mm. [0 5.8 mm. @ 22 mm. [J] 5.8 mm.
T Kosebent /T Section 60x7 mm
Kare Demir / Square Iron 20 mm &5 @4mm O 28mm. &5 ©45mm O 28mm.
Yuvarlak Demir / Rebar 22 mm
Adirlik / Weight 130kg
Bicak Boyu / Blade Length 175 mm

5mm Delik Sac Delme Zimbasi
5mm Hole Sheet Punching Scissor




Model MEB

Kollu Sac Makaslari
Manual Arm Shears

MEB-118

Kollu Kosebent ve Sac Makasi
Manual Angle and Sheet Cutter

Sac Kesme / Sheet Cutting 8mm
Lama Kesme / Flat Bar 100x8 mm
L Kosebent / L Section (Angle) '40x6 mm
T Kosebent / T Section 40x6 mm
Yuvarlak Demir / Rebar 16 mm
Adirhk / Weight 65 kg
Bicak Boyu / Blade Length 175mm

MEB-126

Kollu Sac Makasi Yayli
Manual Sheet Cutter With Spring

Sac Kesme / Sheet Cutting 5 mm

T Kosebent / T Section 50x5 mm

Yuvarlak Demir / Rebar 8 mm

Adirlik / Weight 11kg

Bicak Boyu / Blade Length 300 mm

MEB-122

Kollu ve Sac Makasi Yayl
Manual Sheet Cutter With Spring

Sac Kesme / Sheet Cutting |5 mm

T Kosebent / T Section 70x5mm

Yuvarlak Demir / Rebar 10mm

Adirhik / Weight 21kg

Bicak Boyu / Blade Length 200 mm

MEB-132

Kollu BETON DEMIR Makas!
Manual REBAR CUTTER

Lama Kesme / Flathar Cutting 28x8 mm

Kare Demir / Square Iron 22mm

Yuvarlak Demir / Rebar 18 mm

Agirlik / Weight 35kg

MEB-120

Kollu Sac Makas! Yayli
Manual Sheet Cutter With Spring

Sac Kesme / Sheet Cutting 3 mm

T Kosebent /T Section 50x4 mm
Yuvarlak Demir / Rebar 8mm
Adirlik / Weight 8kg

Bicak Boyu / Blade Length 1120 mm

MEB-121

Kollu ve Sac Makasi Yayli
Manual Sheet Cutter With Spring

Sac Kesme / Sheet Cutting 5 mm

T Kosebent /T Section 50x5mm
Yuvarlak Demir / Rebar 8mm
Adirlik / Weight kg

Bicak Boyu / Blade Length 1150 mm

MEB-131

Kollu BETON DEMIR Makasi
Manual REBAR CUTTER

Lama Kesme / Flatbar Cutting \16x8 mm
Kare Demir / Square Iron 16 mm
Yuvarlak Demir / Rebar 16 mm
Agirlik / Weight 10kg
MEB-133

Kollu BETON DEMIR Makasi
Manual REBAR CUTTER

Lama Kesme / Flatbar Cutting 45x10 mm

Kare Demir / Square Iron 26 mm

Yuvarlak Demir / Rebar 22 mm

Adirlik / Weight 45kg




Sac Kesme Tenekeci El Makaslan
Manual Forged Snipper Shears

Model 001 - SAG Tahaka Makasi Model 001 A - SAG Tahaka Makasi
Right Hand Sheet Scissor Right Hand Sheet Scissor
Boy/Length I 650 mm I I Boy/Length I 550 mm
Kapasite / Capacity i 1,5mm i i Kapasite / Capacity i 1,5mm
Model 002 - Sag Diiz Sac Makasi Model 003 - Sol Diiz Sac Makasi
Right Hand Scissor Left Hand Scissor
Boy/Length i 340 mm i i Boy/Length I 340 mm
Kapasite / Capacity i 1,2mm i i Kapasite / Capacity i 1,2mm
Model 004 - Sag Kavisli Sac Makasi Model 005 - Sol Kavisli Sac Makasi
Right Hand Curved Scissor Left Hand Curved Scissor
Boy/Length | 340 mm | | Boy/Length | 340 mm
Kapasite / Capacity I 1,2 mm I I Kapasite / Capacity I 1,2 mm

Model 018 - Sag Aqih Biiyiik Makas Model 010 - SAG Sobaci Makasi
Right Hand Scissor with Angle Right Hand Thinsmith Scissor
Boy/Length I 300 mm I I Boy/Length I 300 mm
Kapasite / Capacity i 0,8mm | | Kapasite / Capacity | 0,8mm

Model 071-AS - SAG Diiz Sac Makasi Model 072-AS - SOL Diiz Sac Makasi
Right Hand Sheet Scissor Left Hand Sheet Scissor
Boy/Length | 270 mm | | Boy/Length | 270 mm
Kapasite / Capacity I 1,2 mm I I Kapasite / Capacity I 1,2 mm

Model 040 - SAG INOX Apache Makas Model 041 - SOL INOX Apache Makas
Right Hand INOX Sheet Scissor Left Hand INOX Sheet Scissor
Boy/Length i 360 mm i i Boy/Length i 360 mm
Kapasite / Capacity I 1,5 mm 55 I I Kapasite / Capacity I 1,5 mm S5




Sac Kesme Tenekeci El Makaslan
Manual Forged Snipper Shears

Model 007 - SAG Havalandirmaci Makasi Model 008 - SAG Havalandirmaci Makasi
Right Hand HVAC Scissor Right Hand HVAC Scissor
Boy/Length I 420 mm I I Boy/Length I 350 mm
Kapasite / Capacity i 1,2 mm i i Kapasite / Capacity i 1,2 mm

=_Jk
Model 017 - SAG Kavisli Biiyiik Makas Model 079-AS - SAG Kavisli Kiigiik Makas
Right Hand Curved Small Scissor Right Hand Curved Small Scissor
Boy/Length I 220 mm I I Boy/Length I 220 mm
Kapasite / Capacity i 0,8mm i i Kapasite / Capacity i 0,8mm
Model 013 - SAG Kavisli Biiyiik Makas Model 075-AS - SAG Kavisli Biiyiik Makas
Right Hand Curved Big Scissor Right Hand Curved Big Scissor
Boy/Length | 300 mm | | Boy/Length | 300 mm
Kapasite / Capacity | 0,8 mm | i Kapasite / Capacity i 0,8mm

Catici ve Olukeu Penseleri
Roof and Guttering Hand Tools

B :
SAC KATLAMA MAS$ASI A(ILIS - 500 SAC KATLAMA MASASI A(ILIS - 400

Roofing Tong / Angled Roofing Tong / FLAT

BORU DARALTMAS - 300 BORU DARALTMA S - 200 OLUK KAPAK PENSESi S - 100

Crimper / Angled Crimper / FLAT Snaplock Punch



Model CPM

Motorlu Parcali Bigakl Caka Makinasi
Motorized Segmented Blades Box and Pan Folder

L (=3 ® |6 & @ =] =] ® | @ =] =] =] =] =] =] =] @ | & =] @ ® :]
25 N
30 50| _75 100 150 200 200 270 400 400
35
40
45

n Teknik Ozellikler ve Standartlar

- Yiiksek Kaliteli gelikten imal edilmis kaynakli saglam govdeler

« Alt ve Ust Bicaklar arasi 0-100 mm'ye kadar genis cene agilma kabiliyeti

- Endiistriyel ve Ozel isler icin ideal kullanim zellikleri
+ Ayak pedali ile ¢alisma sayesinde el ile kalayca malzemeyi tutma siirme imkani

+ AB Guivenlik Direktiflerine uygun (CE Markasi)

+Kullanma kilavuzu

Technical Specifications and Standards

- High quality steel welded construction

-Lower and Upper Blade Jaws open up fo 100mm

-Ideal easy use for Industrial and special design purposes

- Easy handling of material by hands with assist op foot pedal operation
- Built according to EC Safety Directives (CE Mark)

+User's manual

CPM 2020x1,5

falisma Boyu Working Length - mm 2020
Bitkme Agisi Bending Angle A 135
Kapasitesi (siyah sac) Capacity(mild steel) mm 1,5
Sikma Motaru Pressing Motor kw 0,37
Bikme Matorou Folding Mator kw 0,75
Uzunluk Length mm 2850
Genislik Width ' mm 780
Yikseklik Height - mm 1450
Agirlik Weight kg 1200




Model ICM
Dokum Govdeli Agir Tip Yekpare Bigakh Caka Makineleri
Cast Iron Frame Heavy Duty Single Blade Manual Folding Machines

‘ : '( p 2 = |

ICM 1320x2

ICM 2020x2

n Teknik Ozellikler ve Standartlar

+Uzun omiirli ve Dayanikh Agir Tip Dokim tasarimli govde

= Sac hiikme direncini azaltan agirlik sistemi
- Yiiksek kaliteli imalat celidi bigaklar ICM1320x2 + 1CM 2020x2
- Kolay ayarlanabilen agi ayan

- AB Glivenlik Direktiflerine uygun (CE Markasi)

+Kullanma kilavuzu (alisma Boyu Working Length mm 1320 2020
Bikme Aglsi Bending Angle A 130 130
Kapasitesi (siyah sac) | Capacity(mild steel) mm 2 2

n Technical Specifications and Standards Uzunluk Length mm 2160 3100

Genislik Width mm 520 725

+Long life durable Heavy Duty Cast Iron Frame construction . . .

+Weight System to decrease the resistance of the sheet to Ease the Folding Yiikseklik Height iy 1085 1320

+High quality steel blades . .

- Easy set-up of angle for bending Agirlik Weight kg 800 1850

+Built according to EC Safety Directives (CE Mark)
+User's manual



Model AFM

Kayar Par¢ali Kalipl Manuel Kollu Alt-Ust Dik Bigakl Caka Makinasi
Sliding and Vertical Top-Bottom Segmented Blades Box and Pan Folders

)=

n Teknik Ozellikler ve Standartlar

*Makinenin kolayca hareket etmesini saglayan tekerlek sistemi.
+Ust gene hareket kolu veya ayak pedali ile galisma sistemi.
+Ergonomik olarak fasarlanmis, rahat ¢alismayi saglayan konstriiksiyon,

+Sikma (enesi 40”li pargal kaliplardan olusur.
+ Alf Cene 90l parcali kaliplardan olusur.
+ Biikme genesi 14 mm.lik kaliplardan olusur.

+Biikme (enesi galismasini kolaylastiran amortisor sistemi.

+60-500 mm manuel arka dayama
«Agiayarh gosterge
+ Al ayari sabitleme

AFM 1270x1,5

AFMI270 AFM 1550
falisma Boyu Working Length mm 1270 1550
. L Bikme Aglisi Bending Angle 135 135

n Technical Specifications and Standards ] 4

Kapasitesi (siyah sac) | Capacity(mild steel)  mm 15 15
+The wheeled system for machine’s easy movement a
+The clamping beam can be operated by hand or foot pedal fene Acilma Mesafesi  Blade Gap ;i 100 100
+Ergonomic structure and special design easy working construction
+Clamping beam 40° divided rails Uzunluk Length mm 1650 1380
o e Genislik Width mm 450 520
» Gas spring for folding beam . ) . |
+ Adjustable graduafed scale Yiikseklik Height mm 1160 1220
+ Stabilized graduated angle . . :
+Manual back gauge 60-500 mm Adrlik Weight kg 480 560




Model CKL

Manuel Kollu Par¢ali Bigakh Caka Makinasi
Manual Segmented Blades Box and Pan Folder

Ust Parcali Bigak Olgileri / Top Box-Pan Segmented Blades Sizes

2060 mm e, o

26303540 4 O 7B 100 150 200 250 260 350 450

Yay destekli rahat biikim Kaliteli Celikten Parcali Bigaklar

-
i

Spring supported easy folding Quality Steel Segmented Blades

CKL 2020x1,2

Ust Parcgali Bigak Olgtileri / Top Box-Pan Segmented Blades Sizes -

Seoe|e|e|e|lee|e | @ @ | @ @0 @ @ @ |e @ @ @@ @ e e|e =] =] @ =]

25
3035 40 45 50

5100 150 200 250 250 270 500




Model CKL

Manuel Kollu Par¢ali Bigakh Caka Makinasi
Manual Segmented Blades Box and Pan Folder

CKL 1260x2,0

Teknik Ozellikler ve Standartlar

+ (elik konstriiksiyon kaynakli govde

«Kivirmak icin gereken giici bir yay destedi ile azaltmaktadir.

+Kontrollii bir bilkme igin operatdriin her iki eli ile kullanabilmesini saglayan ve ayak
yardimiyla kilitlenmesine izin veren iist ¢ene vardir

+Kullanma kilavuzu

Technical Specifications and Standards

+ Frame with steel welded construction

+ Appropriate folding for manufacturing can be done in different sizes with the different
size and segmented blades.

*Necessary power to make folding is reduced by the help of a spring.

«There is a top beam locked by foot pedal which provides the operator to use with both

B . hands for a controlled folding operation
Ust Parcall Bicak Olguleri / Top Box-Pan Segmented Blades Sizes +User's manual

1260 mm

25303540 45 80 75 100 150 200 250 260

CKL2060x1,8-2,0 CKL2020x1,2 | CKL1260x2,0

falisma Boyu Working Length mm 2060 2020 1260
Biikme Agisi Bending Angle A 135 135 135
Kapasitesi (siyah sac) | Capacity(mild steel) mm 1,8-2,0 1,2 2

Uzunluk Length mm 2900 3100 1600
Genislik Width mm 560 880 880
Yiksekik Height mm 1290 180 1180
Agirlik Weight kg 1250 550 450

+ Degisik ebatli pargall bigaklar sayesinde farkli dl¢iilerde imalata uygun biikiim islemi yapilir



Model CKC

Manuel Kollu Ali-Ust Parcali Bigakli Caka Makinasi

Manual Top-Bottom Segmented Blades Box and Pan Folder

Tamami Pargali Bicak Olciileri / All Segmented Blade Sizes

1020 mm

1260 mm

270

CKC 1020x2 Alt ve Ust Bicaklar Parcali tip
Top & Bottom Blades Both Segmented Type
CKC 1260x1,5
270 200 150 100 75 50 45 40 353025
240 200 150 100 75 50 45 40 353025

n Teknik Ozellikler ve Standartlar

- Yuksek Kaliteli gelikten imal edilmis kaynakli saglam govdeler

- Ayak kilit peda ile calisma sayesinde el ile kolayca malzemeyi tutma imkani
- AB Glivenlik Direktiflerine uygun (CE Markasi)

- Kullanma kilavuzu

n Technical Specifications and Standards

+High quality steel welded construction
+ Easy handling of material by hands with assist of foot pedal locker
+Built according to EC Safety Directives (CE Mark)

- User’s manual

m CKC1020x2 CKC1260x1,5
falisma Boyu Working Length mm 1020 1260
Bitkme Agisi Bending Angle A 135 135
Kapasitesi (siyah sac) | Capacity(mild steel) mm 2 15
Uzunluk Length mm 1460 1710
Genislik Width mm 650 650
Yiikseklik Height mm 1350 1350
Adirhik Weight kg 350 490




Model CKC-L

Manuel Kollu Alt-Ust Dik Pargali Bicakli Caka Makinasi
Manual Segmented Vertical Top-Bottom Blades Box and Pan Folder

CKC-L 1270x1,5

Alt ve Ust Bicaklar Pargali tip
Top & Bottom Blades Bath Segmented Type

n Teknik Ozellikler ve Standartlar n Technical Specifications and Standards

+Yiiksek Kaliteli gelikten imal edilmis kaynakli saglam gdvdeler - High quality steel welded construction

-Agak__kilit pedg ile §3|l$.ma sayesinde el ile kolayca malzemeyi tutma imkani - Easy handling of material by hands with assist of foot pedal locker
- AB Giivenlik Direkiflerine uygun (CE Markasi) - Built according to EC Safety Directives (CE Mark)

+Kullanma kilavuzu -User's manual

(alisma Boyu Working Length mm 1270
Bitkme Acisi Bending Angle A 130
Kapasitesi (siyah sac) | Capacity(mild steel) mm 15
Uzunluk Length mm 1670
Genislik Width mm 660
Viiksekik Height mm 1420
Agirhk Weight kg 480




Model CKP

Kollu Parcali Bigakh Agir Tip Caka Makineleri
Manual Segmented Blades Heavy Duty Folding Machines

CKP 2020x1,5

2020 mm

50 100 150 200 220 250

n Teknik Ozellikler ve Standartlar

+Yiiksek Kaliteli celikten imal edilmis kaynakli saglam gavdeler

» Ayak kilit peda ile ¢alisma sayesinde el ile kolayca malzemeuyi tutma imkani
+ AB Giivenlik Direktiflerine uygun (CE Markasi)

+Kullanma kilavuzu

n Technical Specifications and Standards

- High quality steel welded construction
+Easy handling of material by hands with assist of foot pedal locker
»Built according to EC Safety Directives (CE Mark)

- User's manual

(alisma Boyu Working Length mm 2020
Bikme Agisi Bending Angle A 135

Kapasitesi (siyah sac) | Capacity(mild steel) mm 15

Uzunluk Length mm 2580
Genislik Width mm 500
Yiikseklik Height mm 1250
Adgirhk Weight kg 650




Model CKP

Kollu Parcali Bigakh Agir Tip Caka Makineleri
Manual Segmented Blades Heavy Duty Folding Machines

CKP 1260x2

1260 mm
100 150 200 200 250 360
“ Teknik Ozellikler ve Standartlar n Technical Specifications and Standards
- Yiiksek Kaliteli celikten imal edilmis kaynakli saglam gdvdeler -High quality steel welded construction
-Agak__kilit pedeln ile ;ahslma sayesinde el ile kolayca malzemeyi tutma imkani -Easy handling of material by hands with assist of foot pedal locker
*AB Giivenlik Direkiflerine uygun (CE Markas) - Built according to EC Safety Directives (CE Mark)

+Kullanma kilavuzu

+User's manual

e 3
! m CKP1060x2,5 CKP1260x2

(alisma Boyu Working Length mm 1060 1260
Bukme Agisi Bending Angle A 135 135
Kapasitesi (siyah sac) | Capacity(mild steel) mm 2,5 2

Uzunluk Length mm 1380 1580
Genislik Width mm 550 550
Viiksekik Height mm 50 1250
Agirhk Weight kg 350 400




Model CKP-T

Agir Tip Pabug Parcal Bigakli Kollu Caka Makineleri
Heavy Duty Shoe Type Segmented Blades Manual Folding Machines

CKP-T 1220x2,5

1220 mm
635 100 100 100 75 75 75 75
n Teknik Ozellikler ve Standartlar n Technical Specifications and Standards
+ (elik konstriiksiyon kaynakli govde -Steel welded Plate Body
» Coklu parca bigakli olup farkli élgtilerde kutu ve pano imalatina uygundur -Segmented blades enable flexible bending operation
+ Agirlik toplariyla kolay ve dengeli biikim yapilabilir. -Easy Bedning with weight arms

(alisma Boyu Working Length mm 1220
Bikme Acisi Bending Angle A 135
Kapasitesi (siyah sac) | Capacity(mild steel) mm 2,5
Uzunluk Length mm 1380
Genislik Width mm 500
Yikseklik Height mm 1250
Agirhik Weight kg 470




Model CK-TDF

TDF Tipi Kollu Caka Makineleri - Havalandirmaci Tipi
TDF Type Manual Folding Machines - HVAC Type

CK TDF 2020x1,2

n Teknik Ozellikler ve Standartlar n Technical Specifications and Standards
* (elik konstriksiyon kaynakli govde «Frame with steel welded construction

«Tek parga bicakli olup farkli dlgtilerde imalata uygun biikiim islemi yapilir +Single bladed available for different sizes of sheets to be folded

+ Agirlik toplanyla kolay ve dengeli biikiim yapilabilir. » Assist of weigth balls help you fo fold in balance

+ Aralikli Flansi biikiim imkani veren alt bigak - Segmented Bottom blade for flanged bending

+Kullanma kilavuzu +User's manual

Model (B TDF Flans biikme cakasi

TDF folding machine

m CK-TDF = CK-TDF | (B-24
2020 2520
(alisma Boyu Working Length mm 2020 2520 610
Bikme Agisi Bending Angle A 110 110 90
Kapasitesi (siyah sac) | Capacity(mild steel) mm 1,2 1,2 12
Uzunluk Length mm 3350 3750 800
Genislik Width mm 900 900 300
Yiikseklik Height mm 1260 1290 420
Adirhik Weight kg 520 620 90




Model CK
Havalandirmaci Tipi Yekpare Bigakl Kollu Caka Makineleri

HVAC Type Manual Single Blade Folding Machines

(K 3,0 (3020x1,2 mm)

n Teknik Ozellikler ve Standartlar n Technical Specifications and Standards

- Celik kanstriiksiyan kaynakl govde

«Frame with steel welded construction

«Tek para bicakli olup farkli dl¢iilerde imalata uygun biikiim islemi yapilir +Single bladed available for different sizes of sheets to be folded
+Agirik toplanyla kolay ve dengeli bikiim yapilabilir. - Assist of weigth balls help you to fold in balance

«Kullanma kilavuzu

+User's manual



Model CK

Havalandirmaci Tipi Yekpare Bigakli Kollu Caka Makineleri
HVAC Type Manual Single Blade Folding Machines

CK 2,0 (2020x1,2 mm)

Kolay Cene Kilitleme mekanizmasi
Easy Jaw lock mechanism

CK 1’3 (1320)(1,2 mm) Sert Celikten imal gekpare hicaklar
Hard steel produce single blades
m 3 ke | mes 30
(alisma Boyu Working Length mm 1320 2020 2520 3020
Blkme Agisi Bending Angle A 135 135 135 135
Kapasitesi (siyah sac) | Capacity(mild steel) mm 1,2 1,2 12 12
Uzunluk Length mm 1600 2300 2900 3450
Genislik Width mm 880 880 880 880
Yikseklik Height mm 1180 1180 1180 180
Agirhk Weight kg 300 400 460 660




Model CKH
Catici Tipi - Kollu Kesme Aparath Yekpare Bigakli Caka Makineleri

Roofers Type Manual Lightweight Single Blade Folding Machines
- with Shearing device

CKH 3040x0,8

CKH 2540x0,8
Teknik Ozellikler ve Standartlar n Technical Specifications and Standards
« Hafif Celik tasanmli govde kolayca heryere tasinabilir - Steel constructed, portable frame for easy transport
+ Aluminyum, bakir ve ¢elik malzeme icin idealdir - Ideal to work with Aluminium copper and steel material
+Kesme aparati sayesinde kolayca sag dilme ve kesme yapabilir, aparati - The slitting attachment enables for cutting easily and detachable if needed

istediginizde kolayca ¢ikarabilirsiniz.



Model CKH
Catici Tipi - Kollu Kesme Aparath Yekpare Bigakli Caka Makineleri

Roofers Type Manual Lightweight Single Blade Folding Machines
- with Shearing device

CKH 2040x0,38

Standart Kesme Aparatiile
With Slitter Shearing Device as standard

CKH 1220x0,8 CKH 1016x0,8
(K106  (KH1220 | (KH2040  C(KH2540 | (KH3040
(alisma Boyu Working Length mm 1016 1220 2040 2540 3040
Bukme Acisi Bending Angle A 110 110 110 110 10
Kapasitesi (siyah sac) | Capacity(mild steel) mm 0.8 0,8 0,8 0,8 0,8
Uzunluk Length mm 1450 1650 2400 3000 3500
Genislik Width mm 320 320 750 750 750
Yiikseklik Height mm 230 230 850 850 850
Adirhk Weight kg 70 90 290 350 440




EREMSA

Model ALC
Aluminyum Govde Portatif Yekpare bicakli Caka Makineleri Catici Tipi
Aluminum Frame Portable Single Blade Folding Machines for Roofing

Hafif ve 4 " __

Kolay Tasinir

Light and Easy
Carriage

85kg

ALC 3200x0,7

-Standart Kesme Aparati

-Standard Slicing Device

n Teknik Ozellikler ve Standartlar ALC3200x0,7 | ALC2600x0,7
- Hafif kolay fasinir, yerinde biikme ve kesme imkani (alisma Boyu Working Length mm 3200 2600
+Nakliye ve montaj igin kolay . .
- Ayarlanabilir yiikseklik tabani standi Biikme Agisi Bending Angle A 180 180
+ Aliiminyum eloksal ekstriizyonlardan imal edilmistir
-sandartGonge Kapasitesi (siyah sac) Capacity(mild steel) mm 07 07
- Malzemeyi korumak igin silikon insert biikme kirisleri
Kapasitesi (Aluminyum Capacity(Aluminum) mm 0,8 0,8
n Technical Specifications and Standards ~_Uzunluk Length mm 3450 2800
Genislik Width mm 750 750
+Light weight onsite folder slitter . . .
+Easy for transporfation & assembly Yukseklik Height mm 300 300
+ Adjustable height floor stand . .
- Made of aluminium anodized extrusions Agrlik Weight kg 85 75

+Bending angle indicator
+Silicone insert bending beam to protect material




Model CP/CP-T

Kollu Par¢al Bigakl Masatistii Tip Caka Makineleri
Arm Manual Bench Type Segmented Blades Box and Pan Folding Machines

CP 1220x1,5 mm
Masatistii Caka
Bench Type Box and Pan Folder

falismaBoyu | Working Length  mm | 1220x1,0
Uzunluk Length mm 1610
Genislik Width mm 480
Yiikseklik Height mm | 680
Agirhik Weight kg 150

-Opsiyonel Sehpa
-Optional Stand

(P 610x1,0 mm
Masatistii Caka
Bench Type Box and Pan Folder

falismaBoyu | WorkingLength ~ mm | 610x1,0
Uzunluk Length mm | 810
Genislik Width mm 300
Yiikseklik Height mm 350
Adirhik Weight kg 30

Uzun Bigakli Masalistu Caka

CP-T1270x1,5 mm

Long Blade Bench Type Box and Pan Folder

falismaBoyu | WorkingLength  mm | 1270x1,0
Uzunluk Length mm | 1680
Genislik Width mm | 600
Yikseklik Height mm 800
Adirlik Weight kg 200



Mubhtelif Tip Caka Makineleri
Various Brakes and Folders

(S-T-10 (1060x1,2 mm)
(5-T-12 (1260x1,2 mm)

Hafif Tip Caka / Lightweight Brake
falismaBoyu | WorkingLength = mm | 1060x1,2 1260x1,2
Uzunluk Length mm | 1280 1580
Genislik Width mm | 830 830
Yiikseklik Height mm | 110 110
Adirlik Weight kg 130 170

(S-K 1250x1,2 mm
(alisma Boyu Working Length mm 1250x1,2
Uzunluk Length mm | 1620
Genislik Width mm 690
Yiikseklik Height mm | 1100
Agirhk Weight kg 115

LB-2
Tabela Harf Cakasi - Reklamcilar igin
Letter Brake - For Advertising Panels

n Teknik Ozellikler ve Standartlar

Tabela ve Reklamailara ideal; Kanal harflerinin hizli tiretimi

igin fasarlanmistir. Agik ¢ene tasarimi standart bir Sac kutuya
ve pan frene kiyasla kanal harflerinin iretimini hizlandirmaya
yardimci olur. LB-2'nin biikme (itasi diiz bilkme hareketini
saglamak igin kapali rulmanlarla tamamen desteklenir ve rahat
bir biikiim saglar.

n Technical Specifications and Standards

Designed to make fast work of channel letters. The
open jaw design helps speed up production of channel
letters compared to a standard Sheet metal box and
pan brake. The bending slide of the LB-2 is fully
supported by sealed ball bearings to ensure smooth
bending action.




'\._

MC 1,0 (1000x1,0 mm)

Mengene Tipi Caka
Bench Type (clamp with Vise)

Hafif Tip Caka Makineleri
Lightweight Brakes and Folders

(1000x1,0 mm
Masaustu Caka

(alisma Boyu Working Length+ mm 1000x1,0
Uzunluk Length mm 1080
Genislik Width mm 200
Yukseklik Height mm | 280
Agirlik Weight kg 20

88-AS / 89-AS / 90-AS

(ati Kenet Sikma Cakasi

Roofers Cleat Seam

y

Bench Type Folder
falisma Boyu Working Length~ mm | 1000x1,0
Uzunluk Length mm | 1100
Genislik Width mm 250
Yiikseklik Height mm | 220
Agirhk Weight kg 25
CA1000x1,0 mm
Portatif Tip Caka |
Portable Brake | / |
P y
falismaBoyu | WorkingLength ~ mm | 1016x1,0 )
Uzunluk Length mm | 1340 /f:
Genislik Width mm | 360 24
Yikseklik Height mm | 1050
Adirlik Weight kg 70
(5-10 (1000x0,8 mm)
(5-13 (1300x0,8mm)
Hafif Tip Caka
Lightweight Brake
falismaBoyu | WorkingLength ~ mm | 1000x0,8 ' 1300x0,8
Uzunluk Length mm | 1300 1600
Genislik Width mm 680 680
Yukseklik Height mm | 1200 1200
Adirhk Weight kg 60 80



Model 3R MRM-H

HIDROLIK 3 TOP TAHRIKLI SILINDIR MAKINALARI
HYDRAULIC 3 ROLLS DRIVEN PLATE BENDING MACHINES

3R MRM-H 2050x200

-Model MRM-H 3 Top Tahrikli
-Model MRM-H 3 Rolls Driven

-Kolay konik Bukme
-Easy conical bending

Teknik Ozellikler ve Standartlar

* (elik konstriksiyon ana gavdeler

*Manuel Ust top agma kafasi, Hareketli kumanda paneli

*Moftorla 3 Tap birden Tahrik edilmistir, Hidrolik asagi yukari hareketli alt top

- Frenli ana motor ile hassas kivrim , Konik kivirma ve dn kivirma sistemi

+SAE 1050 (CK45) sertifikali celikten dretilmis yliksek mukavemetli dovme celik toplar
-Indiiksiyonla Sertlestirilmis miller

- Dijital gasterge (1 adet)

- Biiytik cap kivirmada destek igin tist ving (asansar)
*Byuik rap kivirmada destek icin hidrolik yan dayamalar
+0zel isler igin taslanmis ve parlatilmis toplar , Mil uglarinda tel kanallari

indiiksiyonlu Sert Miller

Induction Hardened Rolls

-Arka Top Hidrolik pistonlu asagi-yukari hareket

Standart Elle Acilan Kafa
Standard Manual Drop-End

Arka Top igin standart
Dijital Gosterge
Standard Digital Read
Qut for Back Roll

-Sertlestiriimis miller
-Hydraulic piston on Back Roll for up-down movement  -Induction hardened Rolls

-Dijital Gosterge
-Digital Read-out

Technical Specifications and Standards

- Steel welded main frames

+Manual Drop-End , Mabile control panel

+Motor powered 3 rall, Up-Down Hydraulic mavement of back roll

+Main motor with brake system, Canical bending, Pre-Bending available,
+GAE 1050 (CK45) certificated forged steel ralls with high tensile strength ,
+Induction Hardened rolls

+1pc. digifal Read-Out

Optional

- Overhead crane for large diameters
+Hydraulic lateral side supports for large diameters
+Ground and polished rolls for special rolls , Wire grooves on roll ends

Kollu Alt Top / Hidralik Arka Top Hareketi
Manual Battom Roll / Hydraulic Back Roll Movement




Model 3R MRM-H

HIDROLIK 3 TOP TAHRIKLI SILINDIR MAKINALARI
HYDRAULIC 3 ROLLS DRIVEN PLATE BENDING MACHINES

Model MRM-H 3 Top Tahrikli

Model MRM-H 3 Rolls Driven
3R MRM-H 1550x180

Arka Top Hidrolik pistonlu
Hydraulic piston on Back Roll

falisma Boyu ?(2;(;\;:;?; Kg;)\g;ri?:si USTC\;F}JEJLTOD A”;:pTIDp Motor Glci - Biikme Hizi Olgiler Agirhik

s hebedrs S el v ln 0 o v

MODEL mm mm mm gmm @ mm kw m/min. mm kg
3R-MRM-H1270x150 1270 4/5 5/7 130 130 2,2+11 6 3020x950x1110 1875
3R-MRM-H 1550x150 1550 3,5/4,5 4.5/6,5 150 150 2,2+11 6 3300x950x110 2000
3R-MRM-H1550x180 1550 5/7 719 180 180 4,041 5 3350x1100x1290 2310
3R-MRM-H 1550x200 1550 719 9/ 200 180 4,0+1,5 5 3350x1100x1290 2450
3R-MRM-H 2050x150 2050 3/4 416 150 150 2,2+1,] 6 3800x950x1110 2250
3R-MRM-H 2050x180 2050 4/6 6/8 180 180 4,0+15 5 3850x1100x1290 2690
3R-MRM-H 2050x200 2050 6/8 8/10 200 200 4,0415 5 3850x1100x1290 2950

Sac kivirma kapasiteleri 24 kg / mm2 sac mukavemetine gare verilmistir
Plate bending capacities are given for 24kg / mm2 plate yielding strength




Model MRM-S
MOTORLU 3 TOPLU ASIMETRIK SILINDIR MAKINALARI
MOTORIZED 3 ROLLS ASSYMETRICAL PLATE BENDING MACHINES

MRM-S 2050x170

(elik Konstriiksiyon Govde
Steel Plate Construction Frames

Teknik Ozellikler ve Standartlar

- Zincir ve kayss tahrikli tek Helisel Tip Rediiktarle ve disli sistemi ile tahrik edilmis
alt ve st miller

+SAE 1050 (CK 45) sertifikali celikten retilmis ytiksek mukavemetli miller

+Kaynakl Celik ana govdeler

«Elile agilabilir Ust Top

- Hareketli Kumanda Panosu

- Konik Kivirma Makarasi

+Merkezi yaglama sistemi

- Frenli motorla hassas kiviim yapabilme ozelligi

+ Arka Top motorlu olarak asagi yukan hareketlidir

+ Ust Top Dayama Sistemi

+ AB Giivenlik Direktiflerine uygun (CE Markas)

+Kullanma kilavuzu

- Arka top icin dijital gosterge

+ Sertlestirilmis miller

» Profil ve boru kivirma toplan takabilmek igin uzatilmis mil uglari
+ Profil ve boru kivirma vals top takimi

+Motorlu asadi yukar hareketli alt top

+ Alukobond kivirma icin delrin yuizuklii tist top

Standart Kollu Alt Top / Motorlu Arka Top Hareketi
Standard Manual Bottom Roll / Motorized Back Roll Movement

Technical Specifications and Standards

- Twa rolls powered by a single chain and belt driven Helical Type Gearbox and
gear system

+SAE 1050 (CK 45) Quality Certificated Steel Rolls with high tensile strength

- Steel Welded Main Frames

+Mechanical manual openable dropend

+Mabile Control Panel

- Conical Bending Device

- Central lubrication system

- Top roll support system

- Precision Bending with Brake Mator

- Motorised Adjustment of Back Roll

+Built according to EC Safety Directives (CE Mark)

-User's manual

Optional

- Digital Read-Out for Rear (back) Roll

+Induction Hardened Rolls

- Extended Rall Shafts for Profile and Pipe Bending operation
+ Profile and Section Bending Rolls set

*Motarised bottom roll

+ Plastic coated top roll for Alucobond bending




Model MRM-S
MOTORLU 3 TOPLU ASIMETRIK SILINDIR MAKINALARI
MOTORIZED 3 ROLLS ASSYMETRICAL PLATE BENDING MACHINES

fahisma KlVlrma . MilCaplari | Mil Caplari Minimum Motor Glici Arka Top Uzunluk = Genislik | Yikseklik — Agirlik
Boyu Kapasitesi Bitkme (ap Motor
Diameter
MODEL mm mm gmm gmm Pmm kw kw mm mm mm kg
MRM-5 1550x130 1550 475 5/6 130 195 2,2 11 3250 650 1020 1400
MRM-S5 1550x150 1550 5/6 6/17 150 225 3 11 3250 680 1040 1650
MRM-5 1550x170 1550 6/7 718 170 255 4 11 3350 720 1050 1850
MRM-S 1550x190 1550 7/8 8/9 190 285 4 15 3700 950 1300 2750
MRM-S 2050x130 2050 2/3 3/4 130 195 2,2 11 3750 680 1040 1550
MRM-S 2050x150 2050 3/4 415 150 225 3 11 3750 680 1040 1885
MRM-S 2050x170 2050 4/5 5/6 170 255 4 11 3850 720 1050 2100
MRM-S 2050x190 2050 5/6 6/7 190 285 4 15 4200 950 1300 3100
MRM-5 2550x190 2550 415 5/6 190 285 4 15 4700 950 1300 3400
MRM-5 3050x190 3050 2/3 3/4 190 285 4 15 5200 950 1300 3750
MRM-S 3050x200 3050 3/4 415 200 300 4 15 5200 950 1300 4000

Sac kivirma kapasiteleri 24 kg / mm? sac mukavemetine gore verilmistir
Plate bending capacities are given for 24kg / mm2 plate yielding strength

Opsiyonel uzatilmis miller ve
Profil bikme valsleri

Optional Extended shafts
and Section bending rolls m

Standart elle agilabilen sac ¢ikartma kafasi
Standard manual dropend

Arka Top igin Opsiyonel Dijital Gosterge
Optional Digital Read Out for Back Roll




Model IRM
MOTORLU 3 TOPLU ASIMETRIK SILINDIR MAKINALARI
MOTORIZED 3 ROLLS ASSYMETRICAL PLATE BENDING MACHINES

IRM 2050x130 Dokiim Govde

Cast Iron Frames

Teknik Ozellikler ve Standartlar

= Zincir tahrikli tek Rediiktarle ve disli sistemi ile tahrik edilmis alt ve tist miller
+SAE 1050 sertifikali gelikten tretilmis ytiksek mukavemetli miller

- Sfero dokiimden ana govdeler

- Hareketli Ayak Pedalli Kumanda Paneli

- Konik Kivirma Makarasi

«Elile agilabilir Ust Top

- Ust Top Dayama Sistemi

+Toplarin Sonunda Tel kivirma Kanallari

«Frenli motorla hassas kiviim yapabilme ozelligi

+ AB glivenlik direktiflerine uygun (CE Markasi)

+IRM 2550x140 modeli standart arka top motorlu olarak tretilmektedir

+ Asagi yukar matar hareketli arka top
*Motorlu arka top igin dijital gdsterge
« Sertlestirilmis miller

Standart elle agilabilen sac gikartma kafasi
Standard manual dropend

Technical Specifications and Standards

+Two rolls powered by a single gearbox and gear system for top and battom rolls
+SAE 1050 Quality certificated steel rolls with high tensile strength
+Spheroid Cast Iron Main Frames

+Mabile control panel by foot pedal

+Conical Bending Device

+Manual dropend

+Top roll support system

+Wire grooves at the end of the rolls

+Precision Bending with Brake Motor

+Built according to EC Safety Directives (CE Mark)

+Model IRM 2550x140 produced standard with motorised back roll

Optional

+Motorised back roll adjustment
+ Digital readout for rear roll
- Induction hardened rolls




EREMSA

Model IRM
MOTORLU 3 TOPLU ASIMETRIK SILINDIR MAKINALARI
MOTORIZED 3 ROLLS ASSYMETRICAL PLATE BENDING MACHINES

IRM 1550x140
Standart Manuel Arka

Top Hareketi

Standard Manual Back
Roll Movement

Opsiyonel Dijital Gosterge

P
B =~ Optional Digital Read-Out

(alismaBoyu = KivirmaKapasitesi = Mil Caplari -~ Motor Gicl TS:;kUalgrai“ Uzunluk  Genislik =~ Yikseklik = Adirlik
Working length | Bending Capacity DiaF:T?tlal’rSers Motor Power | Wire Grooves  Length Width Heigth Weight
MODEL mm mm gmm kw gmm mm mm mm kg

IRM 1050 x 110 1050 4 10 2,2 41719113 2200 750 1000 990
IRM 1050 x 130 1050 5 130 2,2 41719113 2200 750 1000 1200
IRM1270 x 120 1270 4 120 2.2 4171913 2470 750 1000 1115
IRM 1270 x 140 1270 5 140 2.2 4171913 2470 750 1000 1350
IRM 1550 x 110 1550 3 10 2.2 417913 2700 750 1000 1200
IRM 1550 x 140 1550 4 140 2.2 4171913 2700 750 1000 1420
IRM 2050 x 110 2050 2 10 2.2 4171913 3200 750 1000 1380
IRM 2050 x 130 2050 3 130 2.2 4171913 3200 750 1000 1500
IRM 2050 x 140 2050 4 140 2.2 4171913 3200 750 1000 1650
IRM 2550 x 140 2550 2,5 140 2.2+0,75 4179113 3700 750 1000 1850

Sac kivirma kapasiteleri 24 kg / mm2 sac mukavemetine gare verilmistir
Plate bending capacities are given for 24kg / mm2 plate yielding strength




Model HRM
MOTORLU 3 TOPLU HiDROLIK ARKA TOPLU SILINDIR MAKINALARI
MOTORIZED 3 ROLLS HYDRAULIC BACKROLL PLATE BENDING MACHINES

Dokim Govde

Cast Iron Frames

Basing Ayari HRM 1270x90
Pressure Adjustment
Teknik Ozellikler ve Standartlar Technical Specifications and Standards ‘

- Hidrolik Piston Sayesinde (ok kolay ve rahat (ap ayarlama
+Kumanda pedalinda bulunan Joystick sayesinde de kolayca
Arka topu Konik Pozisyona alma ve geri diizeltme imkani.

- Motorlu arka top icin dijital gdsterge
= Sertlestirilmis miller

+With Hydraulic piston assistance, easy adjustment of back rall
on any bending jobs.

+With the Joystick present on the Foot Pedal, You can also
easily adjust the UP-DOWN positon but also you can Adjust
the CONICAL Position of the BACK ROLL.

- Digital readout for rear roll

Opsiyonel Optional

- Opsiyonel kademesiz ayarlanabilir hiz sistemi - Optional variable speed system

Arka Milde enkoder ve hidralik piston
Encoder & Hydraulic Piston on Back Roll

Calisma Boyu Kivirma Tel kanali

ereat Mil Caplari - Donme hizi Motor Glicii At Uzunluk | Genislik Yikseklik — Agirhik

Working length  Bending Capacity Diai?!fers Rolling Speed P)AOE:I,[;: Gr\{\)l[ilr:es Length ~ Width = Heigth = Weight
MODEL mm mm Pmm m/min. kw Pmm mm mm mm kg
HRM 1270 x 90 1270 2.5 90 6 11 4/7/10 1850 700 1200 520
HRM 1550 x 90 1550 2.0 90 6 15 4/7/10 2130 700 1200 580
HRM 2050 x 95 2050 15 95 6 15 417110 2630 700 1200 715

Sac kivirma kapasiteleri 24 kg / mm2 sac mukavemetine gore verilmistir
Plate bending capacities are given for 24kg / mm2 plate yielding strength




Model 3RMD
MOTORLU 3 TOP TAHRIKLI SILINDIR MAKINALARI
MOTORIZED ALL 3 ROLLS DRIVEN PLATE BENDING MACHINES

Her 3 top tahrikli
All 3 Rolls Driven

3 RMD 1550x90

Dokim Govde
Cast Iron Frames

Teknik Ozellikler ve Standartlar Technical Specifications and Standards

+3 Top birden fahrkli giiglii sac gekme sistemi +Top and bottom ralls powered by a single Gearbox and gear system (RM)
+Zincir tahrik + Rediiktdrle ve disli sistemi ile tahrik edilmis alt ve tst miller (RM) +SAE 1050 Quality Certificated Steel Rolls with high tensile strength

+SAE 1050 sertifikali gelikten diretilmis yiiksek mukavemetli miller + Cast Iron Main Frames

+ Dokiim ana govdeler +Mobile Control Panel by foot pedal on RM models

- Hareketli Ayak Pedalli Kumanda Paneli - Conical Bending Device

+Konik Kivirma Makarasi +Manual dropend

«Elile agilabilir Ust Top +Wire grooves at the end of the ralls

+Toplarin sonunda tel kivirma kanallan +Precision Bending with Brake Motor on RM madels

+RM modellerinde frenli motorla hassas kiviim yapabilme ozelligi +Built according to EC Safety Directives (CE Mark)

+ AB Giivenlik Direktiflerine uygun (CE Markasi) +User's manual

+Kullanma kilavuzu

falisma Boyu Kg;l)\g;rirt]easi Mil Caplari - Donme hizi Motor Glict Tg:;([ﬁg;h Uzunluk | Genislik  Yikseklik:  Agirlik
Working length  Bending Capacity . Rolls Rolling Speed Moror Wire Length ~ Width | Heigth | Weight
Diameters Power = Grooves
MODEL mm mm gmm m/min. kw gmm mm mm mm kg
3RMD 1270 x 90 1270 2.5 90 6 11 4/7/10 1850 700 1200 520
3RMD 1550 x 90 1550 2.0 90 6 15 4/7/10 2130 700 1200 580
3RMD 2050 x 95 2050 15 95 6 15 417110 2630 700 1200 715




Model RM
MOTORLU 3 TOPLU SILINDIR MAKINALARI
MOTORIZED 3 ROLLS PLATE BENDING MACHINES

=

MAEINA JANATI vo TICARET &3 ‘

RM motorlu / RS manuel - kollu
Model RM is motarised / Model RS is manual by hand

RM 1550x90

Teknik Ozellikler ve Standartlar

« Zincir tahrikli tek Reduktorle ve disli sistemi ile tahrik edilmis alt ve tst miller (RM)
+SAE 1050 sertifikali gelikten Gretilmis yiiksek mukavemetli miller

+Dokiim ana govdeler

+Hareketli Ayak Pedalli Kumanda Paneli (RM)

+Konik Kivirma Makarasi

«Elile agilabilir Ust Top

+Toplarin sonunda tel kivirma kanallari

+RM modellerinde frenli motorla hassas kiviim yapabilme ozelligi

+ AB Giivenlik Direktiflerine uygun (CE Markasi)

+Kullanma kilavuzu

Opsiyonel

+ Asagji yukar mator hareketli arka top
+Motorlu arka top icin dijital gosterge

- Sertlestirilmis miller

+ Opsiyonel kademesiz ayarlanabilir hiz sistemi
- Kapali tip alt kapak saclar

Opsiyonel Kapali tip alt kapak saclar
Optional full closed sheet covers

Technical Specifications and Standards

+Top and bottom rolls powered by a single Gearbox and gear system (RM)
+SAE 1050 Quality Certificated Steel Rolls with high tensile strength

+ Cast Iron Main Frames

+Mobile Cantral Panel by foot pedal on RM models

+ Conical Bending Device

+Manual dropend

+Wire grooves at the end of the rolls

+ Precision Bending with Brake Matar on RM madels

+ Built according to EC Safety Directives (CE Mark)

+User's manual

Optional

+Motorised back roll adjustment
- Digital readout for rear roll
+Induction hardened rolls
+Optional variable speed system
+Optional full closed sheet covers




MANUEL 3 TOPLU SILINDIR MAKINALARI

Model RS

MANUAL 3 ROLLS PLATE BENDING MACHINES

RS 1270x90 « Vv
- /
falsmaBogy | SMIMMA e cnlan iDBnme hiziMotor Giicdl & K231 otk | Genislik viiksekdik| Agirlk
Kapasitesi olileri
: : . Rolls Ralling Mator Wire . . )
Working length  Bending Capacity Diameters | Speed Power | Grooves Length ~ Width | Heigth = Weight
MODEL mm mm gmm m/min. kw gmm mm mm mm kg
E RM1050 x 90 1050 3.0 90 6 11 4/7/10 1630 700 1200 480
E RM 1270 x 90 1270 25 90 6 11 417710 1850 700 1200 520
g RM 1550 x 90 1550 2.0 90 6 15 417710 2130 700 1200 580
S
2 RM 2050 x 95 2050 1.5 95 6 15 417710 2630 700 1200 715
= RS1050 x 90 1050 3.0 90 417710 2080 700 1250 40
=
E RS1270x 90 1270 25 90 417110 2300 700 1250 450
3' RS1550x 90 1550 2.0 90 417710 2580 700 1250 560
8
= RS 2050 x 95 2050 15 95 417710 3080 700 1250 650

Sac kivirma kapasiteleri 24 kg / mm2 sac mukavemetine gdre verilmistir
Plate bending capacities are given for 24kg / mm2 plate yielding strength




Model MSM/MS
MOTORLU 3 TOPLU SiLiINDIR MAKINALARI - AGIR TiP
MOTORIZED 3 ROLLS PLATE BENDING MACHINES - HEAVY DUTY

Teknik Ozellikler ve Standartlar

- Zincir tahrikli tek Rediiktdrle ve disli sistemi ile tahrik edilmis alt ve dst
miller (MSM)

- SAE 1050 sertifikali gelikten tretilmis ytiksek mukavemetli miller

- Dokiim ana govdeler

- Hareketli Ayak Pedalli Kumanda Paneli (MSM)

- Konik Kivirma Makarasi

-Elile agilabilir Ust Top

+Toplarin sonunda fel kivirma kanallan

+MSM madellerinde frenli motorla hassas kivrim yapabilme czellii

+ AB Giivenlik Direktiflerine uygun (CE Markasi)

+Kullanma kilavuzu

MSM 1550x100

- Sertlestirilmis miller

Dokiim Govde
(ast Iron Frames

Technical Specifications and Standards

- Top and bottom ralls powered by a single Gearbox and gear system (MSM)
+SAE 1050 Quality Cerfificated Steel Rolls with high tensile strength

«Cast Iron Main Frames

- Mabile Control Panel by foot pedal on MSM madels

- Conical Bending Device

-Manual dropend

- Wire grooves at the end of the ralls

- Precision Bending with Brake Motar an MSM models

- Built according to EC Safety Directives (CE Mark)

+User's manual

Optional

+Induction hardened rolls

MSM 1270x100

MS 1270x86
Manuel Kollu
Manual Type
falisma Boyu K'V'”.na. Mil Caplari Donme hiziMator Glicu T?' kfmgll Uzunluk = Genislik = Yiikseklik Agirhk
Kapasitesi olgileri
Working length Bending Capacit Rolls Rolling Motor Wire Grooves . Length ~ Width Heigth Weight
gleng g tapaciy Diameters = Speed Power 9 9 g
MODEL mm mm gmm m/min. kw gmm mm mm mm kg
MS1270x86 1270 2.5 86 - - 417710 1850 430 1200 530
MSM 1270x100 1270 3,0 100 6 1] 417710 1570 430 130 650
MSM 1550x100 1550 2,5 100 6 1 417710 1770 430 130 700
MSM 2050x100 2050 18 100 6 1,5 417710 2070 430 1130 850
MSM 2550x100 2550 1,0 100 6 15 417710 2570 430 1130 950

Sac kivirma kapasiteleri 24 kg / mm2 sac mukavemetine gore verilmistir
Plate bending capacities are given for 24kg / mma plate yielding strength




Model MTS
MOTORLU 3 TOPLU SILINDIR MAKINALARI
MOTORIZED 3 ROLLS PLATE BENDING MACHINES <

MTS 1300x75x1,5
Teknik Ozellikler ve Standartlar Technical Specifications and Standards
« Zincir tahrikli tek Rediiktarle ve disli sistemi ile tahrik edilmis alt ve tist miller (IR) +Top and hottom rolls powered by a single Gearbox and ~ gear system (IR)
+ Dokim Ana Govdeler - Cast Iron Main Frames
+Hareketli Ayak Pedalli Kumanda Paneli (IR) +Mobile Control Panel by foot pedal on IR models
«Elile agilabilir st top +Manual dropend
+Toplarin sonunda tel kivirma kanallari +Wire grooves at the end of the rolls

Opsiyonel Optional

+ Sertlestirilmis miller + Induction Hardened Rolls

-Elle agilir tist top, Kolay ayarla-

nabilir?rka fop v;dalarl o Opsiyonel 220 V Monofaz Motor
-Manual Drop-end , Easy setting . .
with comfortable screwheads for - Ophonal 220V Smgle Phase Motor
back roll
Kivirma ' Tel - T . . .
(alisma Boyu Kapasitesi Mil Caplari Kanallan Motor Gucli Uzunluk  Genislik Yikseklik — Agirlik

: . . Ralls Wire Mator . . )
Working length  Bending Capacity Diamefers  Grooves . Power Length ~ Width | Heigth | Weight
MODEL mm mm @ mm @ mm kw mm mm mm kg
MTS 1300x75 1300 15 75 4/6/10 1, 1650 430 1160 350

Sac kivirma kapasiteleri 24 kg / mm2 sac mukavemetine gore verilmistir
Plate bending capacities are given for 24kg / mm2 plate yielding strength




Model RST-M
MOTORLU 3 TOPLU TAKVIYELI SILINDIR MAKINALARI
MOTORIZED 3 ROLLS SUPPORT ARM PLATE BENDING MACHINES

RST-M 1270x86x2,5

¢ Opsiyonel 220 V Monofaz Motor
# Optional 220 V Single Phase Motor

Teknik Ozellikler ve Standartlar Technical Specifications and Standards
- Zincir tahrikli tek Redikiorle ve disli sistemi ile tahrik edilmis alt ve tist miller +Top and bottom rolls powered by a single Gearbox and gear system
« SAE 1050 sertifikali celikten dretilmis yiiksek mukavemetli miller +SAE 1050 Quality Certificated Steel Rolls with high tensile strength
- Dokim Ana Govdeler +Cast Iron Main Frames
-Hareketli Ayak Pedalli Kumanda Paneli +Mobile Control Panel by foot pedal
-Elile agilabilir Ust top +Manual dropend
= Toplarin sonunda tel kivirma kanallari - Wire grooves at the end of the ralls
* IR modellerinde Frenli Motorla hassas kivim yapabilme azellii + Precision Bending with Brake Motor on IR models
- AB Guivenlik Direktiflerine uygun (CE Markasi) +Builf according to EC Safety Directives (CEMark)
+Kullanma kilavuzu +User's manual

Opsiyonel Optional

+ Sertlestirilmis miller + Induction Hardened Rolls

Kivirma

(alisma Boyu Kapasitesi

Mil Caplari Donme hiziMotor Glici Uzunluk  Genislik Yikseklik — Agirlik

Alt Top ve Arka Top Vidalar
Rolls Rolling = Motor yardimiyla ayarlanir.

Working length  Bending Capacity Length = Width  Heigth = Weight

Diamefers = Speed  Power Bottom and Back roll adjusted

MODEL mm mm Pmm m/min. kw mm mm mm kg by means of screw handles.
RST-M1270x86 1250 25 86 12 15 1800 700 1250 490
RST-M1550x86 1550 2 86 12 15 2100 700 1250 520

Sac kivirma kapasiteleri 24 kg / mm2 sac mukavemetine gére verilmistir
Plate bending capacities are given for 24kg / mm2 plate yielding strength




EREMSA

Model RST
MANUEL 3 TOPLU TAKVIYELI SILINDIR MAKINALARI
MANUAL 3 ROLLS SUPPORT ARM PLATE BENDING MACHINES

RST 1270x86x2,5

RST 1270x86x2.5 mm
Manuel Kollu
Manual

n Teknik Ozellikler ve Standartlar n Technical Specifications and Standards

- SAE 1050 sertifikali gelikten Gretilmis yiiksek mukavemetli miller -SAE 1050 Quality Certificated Steel Rolls with high tensile strength
- Dokiim Ana Govdeler - Cast Iron Main Frames

+Elile agilabilir st top +Manual dropend

+ AB Giivenlik Direktiflerine uygun (CE Markas) - Built according to EC Safety Directives (CEMark)

+Kullanma kilavuzu -User's manual

Opsiyonel Optional

- Serflestirilmis miller + Induction Hardened Rolls

Kivirma

[ Mil Caplari Donme hizi Uzunluk  Genislik  Yikseklik:  Agirlik

falisma Boyu

Working length  Bending Capacity Diai?!fers E;lggg Length = Width ~ Heigth =~ Weight

MODEL mm mm Pmm m/min. mm mm mm kg
RST1270x86 1250 25 86 2200 700 1250 425 4380
RST1550x86 1550 2 86 2500 700 1250 460 520

Sac kivirma kapasiteleri 24 kg / mm2 sac mukavemetine gare verilmistir
Plate bending capacities are given for 24kg / mm2 plate yielding strength



Model IR/R
MOTORLU ve MANUEL 3 TOPLU SILINDIR MAKINALARI
MOTORIZED and MANUAL 3 ROLLS PLATE BENDING MACHINES

n Teknik Ozellikler ve Standartlar n Technical Specifications and Standards

« Zincir tahrikli tek Rediiktdrle ve disli sistemi ile tahrik edilmis alt ve tist miller (IR) = Top and bottom rolls powered by a single Gearbox and  gear system (IR)
+SAE 1050 sertifikali gelikten Gretilmis ytiksek mukavemetli miller +SAE 1050 Quality Certificated Steel Rolls with high tensile strength

- Dokiim Ana Govdeler - Cast Iron Main Frames

+Hareketli Ayak Pedalli Kumanda Paneli (IR) +Mobile Control Panel by foot pedal on IR models

- Elile agilabilir st top +Manual dropend

+Toplarin sonunda tel kivirma kanallan «Wire grooves at the end of the rolls

+ IR modellerinde Frenli Motorla hassas kiviim yapabilme ozelligi +Precision Bending with Brake Motor on IR models

+ AB Giivenlik Direktiflerine uygun (CE Markasi) +Built according to EC Safety Directives (CEMark)

-Kullanma kilavuzu - User's manual

+ Sertlestirilmis miller « Induction Hardened Rolls

Standart Elle Agilabilen Sac
(ikarma Kafasi
Standard Manual Dropend

IR 1270x75x1,5

Model IR 1270x68
Motorlu
Motorized

¢ Opsiyonel 220 V Monofaz Mator
 (Optional 220 V Single Phase Matar

R 1270x75x1,5

Model R 1270x68

kollu manuel
Manual



Model IR/R
MOTORLU ve MANUEL 3 TOPLU SILINDIR MAKINALARI
MOTORIZED and MANUAL 3 ROLLS PLATE BENDING MACHINES

IR 2050x75x1,0

(alisma Boyu Kgpl)\g;ri?:si Mil Caplari Motor Guici kanTaelllan Uzunluk = Genislik  Yikseklik — Agirlik

Working length  Bending Capacity DiaFre\SElleSers I,;AOriAT/[;rr Grvc\Jl[iJr\fes Length ~ Width = Heigth = Weight
MODEL mm mm Pmm kw pmm mm mm mm kg
a IR1050 x 46 1050 0.8-1,0 46 0.75 4/6/10 1500 700 1120 210
E IR1050 x 56 1050 1.0 56 0.75 4/6/10 1500 700 1120 240
E IR1050 x 75 1050 2.0 75 01.5 4/6/10 1610 700 1160 385
: IR1270 x 56 1270 0.8-1,0 56 075  4/6/10 1750 700 1120 300
EI IR1270x 75 1270 15 75 15 4/6/10 1830 700 1160 400
'5 IR1550 x 75 1550 1.2 75 15 4/6/10 210 700 1160 430
= IR2050 x 75 2050 1.0 75 15 4/6/10 2610 700 1160 590
R1050 x 46 1050 0.8-1,0 46 = 4/6/10 1400 700 1120 160
g R1050 x 56 1050 1.0 56 = 4/6/10 1400 700 1120 185
E R1050 x 75 1050 2.0 75 == 4/6/10 1930 700 1160 300
=' R1270x 56 1270 0.8-1,0 56 = 4/6/10 1750 700 1120 230
g R1270x75 1270 15 75 == 4/6/10 2150 700 1160 330
= R1550x 75 1550 1.2 75 = 4/6/10 2430 700 1160 365
R2050x 75 2050 1.0 75 = 4/6/10 2930 700 1160 525

Sac kivirma kapasiteleri 24 kg / mm2 sac mukavemetine gare verilmistir
Plate bending capacities are given for 24kg / mm2 plate yielding strength

Disli Ay Carki ile hizl Arka-Top ayarlama Standart Tel Kanallari Kolay Alt top Sikistirma kolu
With Geared Lock, Easy Back Roll Adjustment Wire Groovess as standard Easy Bottom Roll Pinching




MANUEL AYAKSIZ 3 TOPLU SILINDIR MAKINALARI

MANUAL WITHOUT STAND 3 ROLLS PLATE BENDING MACHINES FOR THINSMITHS

Teknik Ozellikler ve Standartlar

+Bu mekanik modelimiz genellikle hafif islerde kullanilmak tzere
imal edilmistir. Uzun omirlu dkim gavdeler

+ Aliminyum malzemelerde, Havalandirma Borulari yapiminda,
Reklam Panolarinda, Makine Kaporta ve Sac Aksami yapiminda ve
daha pek cok benzeri islerde kullanilir.

+Uygun fiyah ve genis kullanim alani ile 6zellikle kiicuk atolyeler
tarafindan tercih edilmektedir.

Technical Specifications and Standards

*This mechanical model is designed for light to
medium jobs. Long life cast frames

+Itis used in Aluminium Bendings, Air Conditioning
Channels, Advertising Panels and Sheet Metal
Covers.

«Its ideal price makes it very attractive for small
workshops.

TS 1300x75x1,5

Elle agilir Ust fop , Kolay ayarlanabilir arka top vidalan
Manual Dorp-end, Easy setfting with
comfortable screwheads for back roll

T51050x50x1,0

Opsiyonel Stand
Optional Stand

Kivirma . - . . .
(alisma Boyu Kanasite Mil Caplari = Uzunluk  Genislik  Yikseklik - Agurlik
. ! . Rolls . : :
Working length  Bending Capacity Diameters Length Width Heigth = Weight
MODEL mm mm gmm mm mm mm kg
TS1050x50 1050 1.0 50 1450 320 500 110
TS1300%75 1300 15 75 1700 430 560 220




MANUEL AYAKSIZ 3 TOPLU SILINDIR MAKINALARI
MANUAL WITHOUT STAND 3 ROLLS PLATE BENDING MACHINES FOR THINSMITHS

R1270x46

*R1270 x 46 Ayaksiz
manuel - kollu silindir makinasi,
+Manual slip roll without stand

R1050x46

+R1050 x 46 Ayaksiz manuel - kollu silindir makinasi,
-Manual slip roll without stand

R 610x46

‘R 610 x 46
Ayaksiz manuel silindir makinasi
+Manual slip roll without stand

SA-300

S-300
+5-300 Kollu silindir makinasi, Mengeneli kullanim igin -5A-300 Kollu silindir makinasi, Vidali Sabitleme
-Manual slip roll (Use with Wise Attachment) -Manual slip roll, With Screw holes to fix
(alisma Boyu Kvirma Mil Caplari el Uzunluk | Genislik Yukseklik:  Agirlik
? y Kapasitesi p Kanallari ? g
: Bending Ralls Wire . . !
Working length Capacity | Diamefers | Grooves Length ~ Width = Heigth ~ Weight
MODEL mm mm gmm @ mm mm mm mm kg
5-300 300 10 32 41719 480 220 190 20
SA-300 300 10 32 41719 480 220 180 20
R 610x46 600 1,0-1,2 46 41719 900 500 400 90
R1050x46 1000 0,8-1,0 46 41719 1400 500 400 120
R1270x46 1250 0,6-08 46 41719 1620 500 400 150

Sac kivirma kapasiteleri 24 kg / mm2 sac mukavemetine gére verilmistir
Plate bending capacities are given for 24kg / mm2 plate yielding strength

Disli Ay Carki ile hizli Arka-Top ayarlama
With Geared Lock, Easy Back Roll
Adjustment




n Teknik Ozellikler ve Standartlar

« (elik konstriiksiyon kaynakli govde

+ Hidrolik Asadi Yukan Hareket eden Ust mil
ileri-geri ayarlanabilir alt mil

ileri-geri ayarlanabilir dayama siperi
+Bronz yataklamali miller

« Frenli rediktorli motor

+Hareketli kumanda pedali

+ Alt dolabiyla birlikte

« 4 takim standart vals toplan

+ AB Guivenlik Direktiflerine Uygunluk (CE)

Opsiyonel

- Ozel isler icin 6zel imalat vals toplan

- Steel welded construction frame

*Hydraulic Up-Down Moving Top Rall

« Forward-Backward adjustable battom roll

« Forward-Backward adjustable sheet support
- Steel Shafts assembled with bronze bushings
- Gearbox mator with brake system

+ Control with foot pedal

+ Complete with bottom stand

+4 Set of rolls standard

+ Built according to EC Safety Directives and has CE Mark
+User's manual

Optional

+ Optional Rolls for special jobs

HIBKS 2,5 Standart Toplar / Standard Roll Sets

Technical Specifications and Standards

HIDROLIK KORDON MAKINALARI
HYDRAULIC TRIMMING MACHINES

HIBKS 2,5
HIBKS 4,0

4 takim standart vals fopu ve
top agma anahtari ile beraber

4 set of standard rolls
and roll spanner key

HIBKS 2,5 HIBKS 4,0
Mil uzunlugu Shaft length 250 300
Kordon kapasitesi | Bordering capacity mm | 2,5 4,0
Top ¢aplari Roll diameters mm | 96 126
Bogaz derinligi Throat depth mm | 160 200
Dakika Devir Rounds Per Minute  rpm | 64 64
o Motor Gucu Power kw 15 2,2
EKSTRA Top Takimlari igin » i
Standart IBKS Sayfasini inceleyiniz. Jzunl Lengt mm_| 1400 1700
Genislik Width mm | 550 570
Please Check Standard IBKS page Viikseklik Heigth mm | 1120 1200
for EXTRA Roll Sefs. ) ,
Adirhk Weight kg 380 550




MOTORLU KORDON MAKINALARI
MOTORIZED TRIMMING MACHINES

Teknik Ozellikler ve Standartlar IBKS 2,5

« Celik konstriiksiyon kaynakli govde
lleri-geri ayarlanabilir alt mil

- lleri-geri ayarlanabilir dayama siperi
+Bronz yataklamali miller

- Frenli reduktorli motor

+Hareketli kumanda pedali

+ Alt dolabiyla birlikte

« 4 takim standart vals toplar

+ AB Giivenlik Direktiflerine Uygunluk (CE)

Opsiyonel

« Ozel isler icin 6zel imalat vals toplan

Technical Specifications and Standards

- Steel welded construction frame

« Forward-Backward adjustable bottom roll
+Forward-Backward adjustable sheet support
- Steel Shafts assembled with bronze bushings
- Gearbox motor with brake system

« Control with foot pedal

« Complete with bottom stand

-4 Set of rolls standard .
-Built according to EC Safety Directives and has CE Mark 4 takim standart vals topu ve

- User's manual top agma anahtari ile beraber

Optional 4 set of standard rolls

and roll spanner key

+Optional Rolls for special jobs

IBKS 2.5 STANDART TOPLAR / STANDARD ROLLS IBKS 2.5 EKSTRA TOPLAR / EXRA ROLLS
fes2s | [wes2s 25 s 25
5 ) 5 s

Miluzunlugu Shaft length mm 250
Kordon kapasitesi | Bordering capacity mm |25
Top caplari Roll diameters mm 96
Bogaz derinligi Throat depth mm | 160
Dakika Devir Rounds Per Minute rpm | 64
Motor Giici Power kw 15
Uzunluk Length mm | 1400
Genislik Width mm | 550
Vilkseklik Heigth mm | 120
Agirlk Weight g | 350




MOTORLU KORDON MAKINALARI
MOTORIZED TRIMMING MACHINES

Teknik Ozellikler ve Standartlar

= Celik konstriiksiyon kaynakli govde
lleri-geri ayarlanabilir alt mil

- lleri-geri ayarlanabilir dayama siperi
+Bronz yataklamali miller

- Frenli reduktorli motor

+Hareketli kumanda pedali

+ Alt dolabiyla birlikte

« 4 takim standart vals toplarn

+ AB Giivenlik Direktiflerine Uygunluk (CE)

Opsiyonel

« Ozel isler icin 6zel imalat vals toplan

Technical Specifications and Standards

- Steel welded construction frame

« Forward-Backward adjustable battom roll w0
« Forward-Backward adjustable sheet support £

- Steel Shafts assembled with bronze bushings N
« Gearbox matar with brake system
« Control with foot pedal

+ Complete with bottom stand

* 4 Set of rolls standard IBKS l"o
+ Built according fo EC Safety Directives and has

4 takim standart vals topu ve
CE Mark top agma anahtari ile beraber

+User's manual

Optional

+Optional Rolls for special jobs

4 set of standard rolls
and roll spanner key

IBKS 4.0 STANDART TOPLAR / STANDARD ROLLS IBKS 4.0 EKSTRA TOPLAR / EXRA ROLLS

IBKS 4,0
Miluzunlugu Shaft length mm 300
Kordon kapasitesi | Bordering capacity mm 4,0
Top caplari Roll diameters | mm 126
Bodaz derinligi Throat depth mm 200
Dakika Devir Rounds Per Minute rpm 64
Motor Gucu Power kw 2,2
Uzunluk Length mm 1700
Genislik Width mm 570
Yikseklik Heigth mm 1200
Agirhk Weight kg 500




MOTORLU KORDON MAKINALARI
MOTORIZED TRIMMING MACHINES

n Teknik Ozellikler ve Standartlar IBKS 1,8

+ Platine (elik kaynakli ana gavde
lleri-geri ayarlanabilir dayama siperi
« Frenli rediktorli motor

- Hafifligi sayesinde kolay tasinabilir
« Alt mil ileri geri hareketli

- Hareketli kumanda pedali :
+ Ozel celik miller w
+3 Takim standart vals toplan

« Alt dolabiyla birlikte

« AB Givenlik direktiflerine uygunluk (CE)
+Kullanma kilavuzu

Technical Specifications and Standards

- Gteel Plate welded main frame

« Forward-hackward adjustable sheet support
- Gearbox motor with brake system

- Easy to carry for workshops

« Adjustable bottom roll

- Control with foot pedal

+Rolls shafts are special steel material

-3 set of rolls standard 4
« Complete with bottom stand X
« Built according to EC Safety Directives and has CE Mark \ - e
+User's manual '

3 fakim standart vals topu ve
top acma anahtari ile beraber

3 set of standard rolls

Opsiyonel Toplar and roll spanner key

3 takim standart vals topu :
Optional Roll Sets

3 set of standard rolls

51 52 S3 El E2 E3
— i T -

j Mil uzunlugu Shaft length mm 320

T — I Kordon kapasitesi | Bordering capacity =~ mm 1,8

~_ ] — - Top ¢aplar Roll diameters mm 82
Bogaz derinligi Throat depth mm 280

L/ O\ = | 1] Dakika Devir Rounds Per Minute = rpm 64
Motor Gicu Power kw 15

o Uzunluk Length mm 900

\ Genislik Width mm 550

] ' N Yiikseklik Heigth mm 1230
N _ Agirlik Weight kg 140




MOTORLU REDUKTORLU KORDON MAKINALARI
MOTORIZED GEARBOX DRIVEN TRIMMING MACHINES

IKMP 1,2 n Teknik Ozellikler ve Standartlar

= Dokiim ana govde

- lleri-geri ayarlanabilir dayama siperi

- Hafifligi sayesinde kolay tasinabilir

« Alt mil ileri geri hareketli

+Hareketli kumanda pedali

- Ozel celik miller

-8 Takim standart vals toplari

+ Alt dolabiyla birlikte

+ AB Giivenlik direkfiflerine uygunluk (CE)
-Kullanma kilavuzu

n Technical Specifications and Standards

+Cast iron heavy duty main frame
+Forward-backward adjustable sheet support
+Easy to carry for workshops

+ Adjustable bottom roll

+Control with foot pedal

+Rolls shafts are special steel material

-8 set of rolls standard

+ Complete with battom stand

+ Built according to EC Safety Directives and has CE Mark
+User's manual

Mil uzunlugu Shaft length mm 140
Kordon kapasitesi | Bordering capacity =~ mm 1,2
8 takim standart vals fopu ve Top ¢aplar Roll diameters mm 62
top agma anahtariile beraber Bogaz derinligi Throat depth mm 100
Dakika Devir Rounds Per Minute = rpm 32
8 set of standard rolls —
and roll spanner keg Motor Gicu Power kw 0,75
Uzunluk Length mm 900
Genislik Width mm 450
IKMP ve IKM icin STANDART TOPLAR / STANDARD ROLLS for Yukseklk Heigth mm_|__ 1350
IKMP and IKM Agirlik Weight kg 135
IKMP 1,2 IKMP 1.2 IKIMP 1,2
56 s-7 S8




EREMSA

MOTORLU PULILI-KAYISLI KORDON MAKINALARI
MOTORIZED PULLEY BELT DRIVEN TRIMMING MACHINES

n Teknik Ozellikler ve Standartlar 2

+ Dokim ana govde

 ileri-geri ayarlanahilir dayama siperi

« Alt mil ileri geri hareketli, Ozel celik miller

+ 8 Takim standart vals topu ile birlikte

+ Alt dolab ile birlikte

+ 4 farkli devir calisma segenedi, 30/60/90/120
dev / dakika kayisi degistirerek devir ayarlanabilir

+Kullanma kilavuzu

n Technical Specifications and Standards

+ Cast iron heavy duty main frame

- Forward-backward adjustable sheet suppart
+ Adjustable bottom roll

-8 set of rolls standard

With cupboard for tooling
- 4 different work speed enabled with pulley belt system 1 zo 9
results in 30/60/90/120 rounds per minute to select

-User's manua 6030 rpm

. speed 8 takim standart vals fopu ve
top acma anahtari ile beraber
8 set of standard ralls
IKMP ve IKM igin EKSTRA TOPLAR / EXTRA ROLLS for IKMP and roll spanner key
and IKM
IK / IKMP 1,2 IK / IKMP 1,2 IK / IKMP 1,2 IK / IKMP 1,2 M KM 1,2
E-1 E-2 E-3 :
Mil uzunlugu Shaft length S mm 140
Kordon kapasitesi | Bordering capacity mm 12
Top ¢aplari Roll diameters mm 62
Bodaz derinligi Throat depth mm 100
Dakika Devir Rounds Per Minute rpm | 30-60-90-120
IK / IKMP 1,2 IK / IKMP 1,2 IK / IKMP 1,2 IK / IKMP 1,2 Motor Glc Power kw 0,75
E-5 2 " 3
&6 i = Uzunluk Length S mm 900
Genislik Width Cmm 450
Yikseklik Heigth mm 1350
Agirlik Weight kg 135




MOTORLU SANTIYE TiPi KORDON MAKINALARI
MOTORIZED PORTABLE TRIMMING MACHINES / SWAGERS

IKS-M1,3 IKS-M 0,8

PLATINE CELIK GOVDELI TASARIM
PLATE STEEL BODY DESIGN

Opsiyonel 220 V Monofaz Motor
Optional 220 V Single Phase Motor

6 takim standart vals fopu ve top agma anahtari 9 takim standart vals topu ve top agma anahtar
6 set of standard rolls and roll spanner key 9 set of standard rolls and rall spanner key
n Teknik Ozellikler ve Standartlar n Technical Specifications and Standards

- Platine (elikten konstriksiyon tasarim - Plate Steel constructtion design

{leri-geri ayarlanabilir dayama siperi - Forward-backward adjustable sheet support

- Hafifligi sayesinde kolay taginabilir - Easy to carry for warkshaops

« Alt mil ileri geri hareketli - Adjustable bottom roll

- Ozel celik miller - Rolls shafts are special steel material

* Rediiktorili Motor +Reducer motor

+ Arka Takim Cekmecesi - Back drawer for tooling

+ AB Giivenlik direkfiflerine uygunluk (CE) » Built according to EC Safety Directives and has CE Mark

+Kullanma kilavuzu +User’s manual
Mil uzunlugu Shaftlength mm 260 180
Kordon kapasitesi | Bordering capacity mm 1.3 0,8
Top caplari Roll diameters mm 62 56
Bogdaz derinligi Throat depth mm 230 160
Dakika Devir Rounds Per Minute rpm 64 32
Motar Giicu Pawer kw 0,55 0,37
Uzunluk Length mm 750 550
Genislik Width mm 30 300
Yiikseklik Heigth mm 500 500
Agirlk Weight kg 70 55
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MANUEL DOKUM KORDON MAKINALARI
MANUAL CAST IRON TRIMMING MACHINES / SWAGERS

IK1,2

8 takim standart vals topu ve
top agma anahtari ile beraber

8 set of standard rolls
and roll spanner key

STANDART TOPLAR / STANDARD ROLLS

IKMP 1,2 IKMP 1,2 ISKI_:'AP 12
§-1-2-3-4-5 S-6 :

5-8

IKMP 1.2

EKSTRA TOPLAR/ EXTRA ROLLS

€

IK / IKMP 1,2 IK / IKMP 1,2 IK / IKMP 1,2 IK / IKMP 1,2 m 1K1,
E-1 E-2 E-3 E-4 :

Mil uzunlugu Shaft length -mm 140

Kordon kapasitesi | Bordering capacify mm 1,2

Top caplari Roll diameters mm 62

i Bogaz derinligi Throat depth mm 100

Uzunluk Length mm 560

IK / IKMP 1,2 IK / IKMP 1,2 IK / IKMP 1,2 IK / IKMP 1,2 Genislik Width Lo | 2D

E5 £6 E-7 E-8 Yiikseklik Heigth ‘mm | 500

Adirhk Weight kg 50
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MANUEL DOKUM KORDON MAKINALARI
MANUAL CAST IRON TRIMMING MACHINES / SWAGERS

IK0,8
7 takim standart vals topu ve
top agma anahtari ile beraber

7 set of standard rolls
and roll spanner key

STANDART TOPLAR / STANDARD ROLLS

K-08 K-08 IK-08 IK-0,8

§1-2-3-4 55 S6 s7 |

EKSTRA TOPLAR / EXTRA ROLLS

. -OIB ) -U‘s " D'B lK.D's M— |KO,8
E-1 E-2 - E-4 -

Mil uzunlugu Shaftlength mm 10
Kordon kapasitesi | Bordering capacity mm 0,8
Top caplari Roll diameters mm 56
Bogaz derinligi Throat depth mm 80

Uzunluk Length - mm | 380

Genislik Width S mm | 180

IK-08 IK-08 IK-0,8 IK-0,8 ‘
Yikseklik Heigth - mm | 380

E-8
i Adirhk Weight kg 30




MANUEL CELIK PLATINE GOVDE KORDON MAKINALARI
MANUAL STEEL PLATE IRON FRAME TRIMMING MACHINES / SWAGERS

IKS1,0 )
'P n Teknik Ozellikler ve Standartlar

- Platine Celikten konstriksiyon tasarim
lleri-geri ayarlanabilir dayama siperi

- Hafifligi sayesinde kolay tasinabilir

= Alt mil ileri geri hareketli

- Ozel celik miller

= AB Giivenlik direktiflerine uygunluk (CE)
=Kullanma kilavuzu

n Technical Specifications and Standards

- Plate Steel constructtion design
+ Forward-backward adjustable sheet support
- Easy to carry for workshops

7 takim standart vals topu ve top - Adjustable bottom ol
acma anahtari ile beraber *Rolls shafts are special steel material

+ Built according to EC Safety Directives and has CE Mark
7 set of standard rolls +User's manual

and roll spanner key

-Toplar IK 0,8 ile uyumludur.
-Rolls are compatible with Model IK 0,8 rolls.

IKS1,3

8 takim standart vals topu ve
top acma anahtari ile beraber

8 set of standard rolls
and roll spanner key

+Toplan IK 1,2 ile uyumludur.
+Rolls are compatible with Model 1K 1,2 rolls.

IKS1,0 K513 | M08
M 0,8 Mil uzunlugu Shaftlength mm 180 260
Kordon kapasitesi | Bordering capacity ~ mm 13 1,0 0,6
e \ Top caplari Roll diameters %mm 62 56 40
P 3 '{'\; Bogaz derinligi Throat depth mm 230 160
v’ Uzunluk Length ‘mm | 00 500 | 200
£ : :
7 Genislik Width - mm 300 250 | 10
. Yiikseklik Heigth ‘mm | 500 500 | 240
Min Boru @ 10mm Muf Agma Kordonu : :
Agirlik Weight kg 50 40 10

Min Pipe @ 10mm Bead Farm




MANUEL KORDON MAKINALARI MENGENELI
MANUAL TRIMMING MACHINES WITH CLAMPERS

I Teknik Ozellikler ve Standartlar
-Sfero Dokim govde

IKS 0,8 -Sphero Iron Cast frame

+Dokiim Celikten konstriiksiyon fasarim
lleri-geri ayarlanabilir dayama siperi

- Hafifligi sayesinde kolay tasinahilir

« Alt mil ileri geri hareketli

- Ozel celik miller

+ AB Giivenlik direkfiflerine uygunluk (CE)
-Kullanma kilavuzu

6 fakim standart kordon
topu ve top agma
anahtari ile beraber

6 set of standard rolls
and roll spanner key

Technical Specifications and Standards

- Cast Iron constructtion design

- Forward-backward adjustable sheet support

- Easy to carry for workshops

» Adjustable bottom roll

+Rolls shafts are special steel material

» Built according to EC Safety Directives and has CE Mark
+User’s manual

IKB1,0

Platine govde
Plate Steel frame

-1adet 2 islevli kordon topu
-1piece of 2 function roll

IKC1,0

Platine govde
Plate Steel frame

-Dirsek Flansi yapar
-Hand FLanger

IKS0,8 IKB1,0 | IKC1,0
Miluzunlugu Shaft length mm 200 100
Kordon kapasitesi | Bordering capacity =~ mm 0,8 1,0 0,8
Top caplari Roll diameters mm 48 52 52
Bogdaz derinligi Throat depth mm 80 180
Uzunluk Length mm 380 300
Genislik Width mm 160 160
Yiikseklik Heigth mm 400 400 360
Adirlik Weight kg 50 40 10




OZEL DESENLER ve KABARTMA YAPABILEN DERIN BOGAZLI KORDON MAKINALARI
DEEP THROATH TRIMMING MACHINES FOR SPECIAL FORMS and EMBOSSING JOBS

IKD-M 1,0
IKD1,0
— ol
Manuel Kollu L— Matorlu

Manual Motorized

4 takim standart vals topu

4 set of standard rolls s1 52 3 Sk
IKD & IKD-M Standart Toplar IHIEm
IKD & IKD-M Standard Rall Sets
1 M- T
IKD1,2 :]]
L~ L/ U

PLATINE (ELIK GOVDELI TASARIM, 6 takim vals topu standart
PLATE STEEL BODY DESIGN, 6 set of rolls included as standard

=000 WL
DI

Manuel Kollu
Manual

3 S5 S6
Kapasite Capacity mm 10 10 0,8
Top ¢aplari Roll diameters mm 70 70 52
Bogaz derinligi Throat depth mm 610 610 450
Uzunluk Length mm 1250 1250 560
Genislik Width mm 30 350 310
Yiiksekik Heigth Cmm 1200 1200 500
AGirlik Weight kg 90 80 30
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MAKINA SANAY ve TICARET A.§

PNOMATIK ESNETME CEKICI
PNEUMATIC PLANISHING HAMMER

Jl PPH 610

Teknik Ozellikler ve Standartlar Technical Specifications and Standards

- DKP siyah saclarda 1,5mm kapasiteye kadar yumusak gekiciyle +Smooth beads and forms mild steel sheet metal up to 16 gauge
bombeleme, gekme yapar + Quick change of upper dies

+Kolya kalip degisimi +Machine supplied with one upper and anvil die set

-1 UST ve ALt Gekig kalipla verilmektedir. * Three-Position airflow regulates speeds of pneumatic hammer

- Ug farkli pozisyonda verilebilen hava sayesinde hiz ayarlama +Operating Air pressure: 9 to 12 Bars

+Calisma Basinci 9 ile 12 Bar + Capacity(Steel) 1.5mm

+Kapasite 1.5mm +Throat depth ~ 610mm

+Bogaz Derinligi  610mm +90 kg

-90 kg




Agir Tip Ingiliz Tekeri
Heavy Duty English Wheel

EW1,2

FORM VERME TOPU
FORMING WHEELS

n Teknik Ozellikler ve Standartlar n Technical Specifications and Standards

- Ayak Pedaliyla baski siddeti ayari - Pressure Control by Foot

+Hizlli kol mekanizmasi +Quick Lever mechanism

«Alt top baskisini ayarlama imkani - Sdeways adjustment of the lower wheels
-5 adet sekillendirme topu dahil -5 pcs forming wheels included



Agir Tip Ingiliz Tekeri

Heavy Duty English Wheel

Teknik Ozellikler ve Standartlar

+1150mm Bogaz Derinligi ile genis parcalarla kolayca galisma imkani
+1,5mm DKP (siyah) saca kadar saclari yuvarlar, form verir.

+Makine 10 adet Alt Top - 4 Adet Ust Top ile teslim edilmektedir.
+Hizli galisan bosaltma kolu ile parca kolayca cikartilir.

Technical Specifications and Standards

-1150mm Throat Depth allow it easily to work with large pieces
+Rolls Beads and Froms mild steel sheet metal up to 1,5mm
-Machine supplied with 10 lower wheels and 4 upper rolling wheels
- Quick cam handle release the work piece

EW1,5

FORM VERME TOPU
10+4  rormiNG WHEELS

Kapasite Capacity mm |12 15
Bogdaz derinligi Throat depth mm | 1040 1145
Uzunluk Length mm | 1400 1700
Genislik Width mm | 650 450
Yiiksekik Heigth am o BSO 1520
AGirlk Weight g 170 250




PNOMATIK MOTORLU AGIR TiP KENET EZME MAKINALARI
PNEUMATIC MOTORIZED HEAVY DUTY LOCK SEAMING MACHINES

(=

Teknik Ozellikler ve Standartlar

+Rediiktor tahrikli ezme sistemi

+Pndmatik basan piston sayesinde kolay kullanim

- Standart ayak pedali ile hem ezme hem déniis kontrol edilir

+Hava sartlandirici sistemi ile pndmatik sistem koruma altina alinir
- Sertlestirilmis ezme toplari

+Rulmanlr kizak sistemi

+AB Giivenlik Direktiflerine Uygunluk (CE)

+Kullanma kilavuzu

n Technical Specifications and Standards
LS-13P

+Gearbox driven pinching system Pnomatik Baskili
+Easy operation by pneumatic pressing piston i

- Pinching and rotation is controlled by a standard foot pedal Pneumatic Pressure
- Pneumatic system is protected by the help of air filter
+Hardened seaming rolls

- Sliding system with ball bearing

- Built according to EC Safety Directives and has CE Mark
+User’s manual

Kapasite (apacity mm 1,2

Ezme Boyu Seaming length mm | 1300
Maksimum ve mini- | Max. & min. sea- mm 1000-120

mum ezme ¢apl ming diameters ‘

(alisma basinci Working pressure bar 8

(pnomatik) (pneumatic) :

Basma kuvveti Press power kg 1000

Moator guct Mator power kw 0,37

Olciiler UXGxY Dimensions LxWxH mm | 1720x900x1650
Agirlk Weight g 300

LREMSH




MOTORLU ve MANUEL KOLLU KENET EZME MAKINALARI
MOTORIZED AND MANUAL LOCK SEAMING MACHINES

LS-13
Motorlu
Motorized

{ LS-12 Mobile

Hw L5-12M —

{

LS-12M
Duvar ya da farkli Platforma

¥
Ayakl tip Manuel ‘ mante edilebilir, kolayca

Manual With sta tasinabilir.

Can be mounted to a wall or other
platform and carried anywhere easily.

m LS-13 P L5-12M L5-12 Mabile
Kapasite (apacity mm 1,2 0,8 0,8
Ezme Boyu Seaming length mm 1300 1220 1220
Maksimum ve minimum | Max. & min. seaming mm 1000-10 900-90 900-90
ezme ¢ap! diameters ; :

Basma kuvveti Press power kg 1500

Motar gucl Motar power kw 0,75 ‘

Olgtler UXGXY Dimensions LxWxH mm 1900x800x1600 1550x450%600 1500%x250x250
Adirlik Weight kg 300 130 80
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MAKINA SANAYI ve TICARET A.§

MOTORLU ZiGZAG iZ MAKINASI - Havalandirmaci Tipi
MOTORIZED TRACE PRRESSING MACHINE - HVAC Type

Teknik Ozellikler ve Standartlar

+Rediktérli Motor

+Zincir Tahrikli sistem

-Komple Guglii Gelik Kaynakli Govde

- Tekerlerkli olmasi sayesinde istenilen yere taginabilir

- Sac kalinli§gina gére makinenin kalinlik ayari civatalar vasitasiyla ok kolay
yapllabilir

- Alt ve Ust toplarin ara mesafesi ayarlanabilir

+Alt ve Ust toplar sertlestirilmis uzun 6mirlli imalat geliginden imal edilmistir

+Havalandirmacilarin uzun yillar randimanla kullanabilecegi pratik bir makinedir.

+Kullanma kilavuzu

Technical Specifications and Standards

7-2000 7-1200

*Motor with Gearbox
+Chain driven system . .
+ Complete powerful steel welded frame (alisma Uzunlugu | Working Length mm 2050 1230
+Portable easy to carry in workshops . ) : :
+Machine thickness adjustment is made easily by the bolts according to the sheet {EfpEsl e Capacity [ 0.40-1.20 0,40-1.20

thickness L
+Top and bottom rolls distances can be adjusted according to the thickness Motor Giicu Mator Power kw 037 037
+Rolls are manufactured by hardened steel @ . .
+User friendly machine that HVAC manufacturers can use efficiently for long years. Oleiiler UxGxY Dimensions LxWxH ' mm 1440x530x1050 2240x530x1050
“Users manual Adirlik Weight kg | 210 360

-Fitilli Form Kaliplari
-Channell Form Roll Sets

I i

Opsiyonel / Optional

i Opsiyonel / Optional




n Teknik Ozellikler ve Standartlar

16 m/dak

:1.2 mm galvanizli sac

- Rediiktor matar fahrikli
12.2kw

;1300 x 800 x 1100 mm
1465 kg

falisma Hizi
Kapasite
Tahrik Sistemi
Motor Giicu
Olciiler (UXGXY)
Agirhik

Motorlu9 istasyonlu Kenet Makinasi

Motorized 9 stations Lockformer Machine

EKM-12

9 istasyon
9 Stations

n Technical Specifications and Standards

Working Speed ;6 m/min
Capacity :1.2 mm galvanised sheet
Power System - with Gearbox
Motor power 2.2 kW
Dimensions (LxWxH)  :1300x800x1100 mm
Weight 465 kg
Kenet Sirgu (erceve Dirsek BoruKenedi Dz Boru Kenedi Duz Surgu ZSurgl Gonye
Pittsburgh Lock Drive Cleat Power Flange Round Right Cleat (elbow) Seam (leat Flat Seam Cleat FlatCleat  ZCleat = Right Angle
K C D BK DBK DS 75 G
EKM-12 4.0 K-5-CD —_— s | " @
EKM-12 41 K-5-BK-D — <> — @
EKM-12 43 K-DBK-DS-D —_— N > @
EKM-12 33 K-25-6 — =— l




EREMSA

Motorlu 7 istasyonlu Kenet Makinasi
Motorized 7 stations Lockformer Machine

EKM-T1

7 istasyon
7 Stations

n Teknik Ozellikler ve Standartlar

.6 m/dak
(alisma Hizi : -
. ;1.1 mm galvanizli sac
Kapasite .
Mator Gucu eyl
Biller (UXGXY) 11200 x 660 x 1030
Adirhk mm
1320 kg

n Technical Specifications and Standards

Working Speed 16 m/dak
Capacity :11mm
Motor power 12.2kw
Dimensions (LxWxH) :1200 x 660 x 1030 mm
Weight 1320 kg
6 Sekil Bir makinede
6 Forms in 1machine
Kenet Dirsek Boru Kenedi Gonye Duiz Surgl Fatura
Pittsburgh Lock Round Righ Cleat Seam Cleat Right Angle Flat Cleat 7 Shape
(elbow)
K D BK G DS YA




Motorlu 7 istasyonlu Kenet Makinasi
Motorized 7 stations Lockformer Machine

7 istasyon
EKM-10 :
7 Stations
n Teknik Ozellikler ve Standartlar
(alisma Hizi 24 m/dak
Kapasite :1.0 mm galvanizli sac
Tahrik Sistemi : Reduktor mator tahrikli
Motor Giicii TkwW
Olgiiler (UxGXY)  :1000 x460 x 1000 mm
Adirhk 1270 kg
n Technical Specifications and Standards

Working Speed 24 m/min
(apacity :1.0 mm galvanised sheet
Power System : with Gearbox
Motor power J1TkW
Dimensions (LxWxH)  :1000x460x1000 mm
Weight ;270 kg

Kenet Surgu Dirsek

MODEL Pittsburgh Lock Drive Cleat Round Right Cleat
(elbow)

EKM-10 — <P @




MOTORLU DiRSEK - SANTIM MAKINASI
MOTORIZED FLANGING MACHINES

DM-51,2

Dirsekli SANTIM Makinas

Flanging Machine with
ELBOW Unit

DM1,2

Dirsek Makinasi

Flange Machine

. Flans , - 90° SEGMENTICIN 1800° SEGMENT iCIN - .
Kapasite Viksekligi ~ MOTOrGUCU T mum iC (AP Minimum i¢ (AP Olpiler Agirlk
. Flange .. 90°SEGMENTFOR 180° SEGMENT FOR o .
Capacity Height MoforGUc |y repnAL RADIUS INTERNAL RADIUS Dimensions  Weight
MODEL mm mm kw mm mm mm kg
DM1,2 1,2 8-10 0,55 minimum 140 minimum 180 1250x520%x980 120
DM-51,2 12 8-10 0,75 minimum 100 minimum 130 1250x520x1160 170




3 TOPLU KOLLU - MOTORLU PROFIL & BORU BUKME MAKINASI
3 ROLLS MANUAL - MOTORIZED SECTION & PIPE BENDING MACHINE

n Teknik Ozellikler ve Standartlar

- Dokum Govde tasanm

- indiiksiyonlu sertlestirilmis miller

- islenmis ve Sertlestirlimis standart 1takim top

+Motor ve rediiktorlii tahrik sistemi

+ Ayak pedalli operasyon

n Technical Specifications and Standards

+ Cast frame design

+Induction hardened shafts

+Machined and hardendn ground roll sets 1set standard

+Mator and reducer dirve system

+Foot pedal operated

PK-10
A
n Teknik Ozellikler ve Standartlar
v
+ Dokiim Govde tasarim
+indiiksiyonlu sertlestirilmis miller + +

+islenmis ve Sertlestirlimis standart 1 takim top
+Kollu Manuel Disli sistemi

n Technical Specifications and Standards

+ Cast frame design

-Induction hardened shafts

+Machined and hardendn ground roll sets 1set standard
+Manual arm Gear system

PK 10 Manual PK 25
Profil cinsi
AL Profile Type . .
Olguler Min. Olgler Min.
Size Pmm Size Pmm Mot
) otor o .
Mil capi .~ Makina Olctleri Agurlik
1 "—" 20x5 190 20x5 190 e Glcu f 0
30x10 500 30x10 500 Shaft Motor Machine :
: . . Weight
Diameter Power Dimensions
5 '- 20x5 160 20x5 160 L
50x10 400 50xI0 | 400 MODEL mm mm mm g
) 10x10 160 10x10 160 PK10 30 -- 870x340x770 150
3 @ - l 20x20 400 20x20 400 PK 25 30 0,55  950x1350x800 230




3 TOPLU MOTORLU PROFIL & BORU BUKME MAKINASI
3 ROLLS MOTORIZED SECTION & PIPE BENDING MACHINES

PK-20

Teknik Ozellikler ve Standartlar

- 2top Motor tahrikli

= Pyramit tipi fasarim

«@ 25mm’e kadar Boru biikme Kapasitesi

- 20x20 Kdsebent Biikme kapasitesi

«Elv ile ayarlanabilir Ust top asadi-yukari hareketi

n Technical Specifications and Standards

+2 driving rolls Masauisti Model

+Pyramid style design

- Bending capacity: pipe up fo 1”; angle up to 20x20 mm Bench TOp model

+Manual Hand Lever adjustment of Top Bending roll )

+ Combination horizontal-vertical working position a UpSIUUnEl 220V Monofaz Motor ﬁﬂ%adii_!: xﬁ'ﬁesl'[and
w Optional 220 V Single Phase Mator

PK-28

n Teknik Ozellikler ve Standartlar

= Celik govde , 2 alt vals topu zincir disli sistemle tahrik edilmistir

- Rediiktorden direkt disli sistemi ile tahrik edilmistir, Ust mil bosta
hareket etmektedir

=50 ve 19 mm iki 6lgiilik Boru kalibindan olusan Standart Vals milleri
DELRINDEN imal edilmistir.

= Miller Sertlestirilmis ¢elikten imal edilmistir. El ile Ayarlanabilir yan
dayamalar, Yatay ve dikey calisma imkani

Technical Specifications and Standards

- Steel frame, 2 bottom rolls Chain Gear powered Masaiisti Model
- Direct drive power system with gears Bench TOp model
-Top rollis idle ( free rotation)

- Plastic Pipe Bending Rall set has 2 sizes for 50mm and Sadece 016 - @50mm altiminyum boru bikebilir

19mm pipes , included as standard on the machine Only for @16 - @50mm aluminum bending jobs
*Ralls shafts are special steel material hardened and
ground
+Manual Adjustable guide rolls
+Horizontal and vertical working position w 220V MDnOfaZ Motor Ayak“ MOdEI
220V Single Phase Motor Model with Stand
. Valstopu  Vals Mili TahrikliTop YanDayama Motor L .
Mil ¢api Faplar Uzunluiiu Kivirma Hizi Adedi Eksenadedi  Giicii Makina Olgtleri Agirlik
Shaft Rolls Bending = N°of Driven = N°ofside = Mator Machine .
Diameter ~ Diameter Shaft Lenght Speed rolls rollsaxes =~ Power Dimensions Weight
mm mm Pmm m/dakika # # mm mm k
MODEL meter/min g
PK20 20 86 60 7 2 1 0,37 350x580x550 80
PK28 28 160 -- 8 2 1 0,55  550x500x1400 105
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3 TOPLU MOTORLU PROFIL & BORU BUKME MAKINASI
3 ROLLS MOTORIZED SECTION & PIPE BENDING MACHINES

PK-30
Teknik Ozellikler ve Standartlar

CLASSIC
- Celik govde

-2 alt vals topu disli sistemle tahrik edilmistir

- Redktorden direkt disli sistemi ile tahrik edilmistir
- Ust mil bosta hareket etmektedir

Model PK 30 Ayak pedalls

WITh fOOT pedal = Vals toplan sertlestirilmistir
= Vals milleri 6zel ¢elikten, sertlestirilmis ve faslanmistir
= (ift hizl motor

;lﬂ' Hizh Motor - Standart vals toplan
- Ayarlanabilir yan dayamalar

DOUb'E SDEEd Mator -Yatay ve dikey alisma imkani

- AB Giivenlik Direktiflerine Uygunluk (CE)
-Kullanma kilavuzu

+Boru biikme vals taplan

+ Ozel profil bilkme vals toplari
- Kdsebent biikme vals toplari

- Dijifal gosterge

- Ozel kiisebent yan dayamalarn

Technical Specifications and Standards

-Steel frame

- Two bottom rolls powered

- Direct drive power system with gears

-Top roll is idle ( free turning )

-Rolls are hardened

- Rolls shafts are special steel material hardened and ground
-Double speed mator

-Standard rolls

- Adjustable guide rolls

-Horizontal and vertical working position

- Built according to EC Safety Directives and has CE Mark
-User's manual

Optional

- Pipe/Tube bending rolls

« Profile bending rolls

+Angle bending rolls

- Digital readout

- Special lateral angle guide rolls

Yatay Pozisyonda
da calisma imkani
Harizontal Work-

ing position ability

: Vals topu Yan Vals Tahrikli Top ' Yan Dayama  Motor L PR
Mil capi Caplan Tapu (api Kivirma Hizi Adedi Eksenadedi  Giici Makina Olctleri - Makina Agirligi
_Shaft Ralls Shaft Lenght Bending  N°ofDriven N°ofside =~ Motor _Machl_ne Machine weight
Diameter | Diamefer Speed ralls rollsaxes | Power  Dimensions
m/dakika
MODEL @ mm ?mm @ mm meter/min # # mm mm kg
PK30 30 148 18 2-4 2 1 0,75  600x800x1450 220




3 TOPLU MOTORLU PROFIL & BORU BUKME MAKINASI
3 ROLLS MOTORIZED SECTION & PIPE BENDING MACHINES

(elik govde

2 alt vals topu disli sistemle tahrik edilmistir
Reduiktorden direkt disli sistemi ile tahrik edilmistir

Ust mil bosta hareket etmektedir
Vals toplan sertlestirilmistir

Vals milleri dzel gelikten, sertlestirilmis ve taslanmistir

Tek hizli motor

Standart vals foplar

Ayarlanabilir yan dayamalar

Yatay ve dikey ¢alisma imkani

AB Giivenlik Direkfiflerine Uygunluk (CE)
Kullanma kilavuzu

Baru biikme vals toplari

(zel profil biikme vals toplan
Kasebent biikme vals toplari
Dijital gasterge

(zel ksebent yan dayamalari

Teknik Ozellikler ve Standartlar

-

Technical Specifications and Standards

Steel frame

Two bottom rolls powered

Direct drive power system with gears
Toprollis idle ( free turning)

Rolls are hardened

Rolls shafts are special steel material hardened and ground

Single speed motor

Standard rolls

Adjustable guide rolls

Horizontal and vertical working position

Built according to EC Safety Directives and has CE Mark

User's manual

Optional

Pipe/Tube bending rolls
Profile bending rolls

Angle bending rolls

Digital readout

Special lateral angle guide rolls

Model PK 32 Ayak pedalli

with foot pedal

Tek Hizl Motor

Single Speed Motor

PK-32

New Type

Yatay Pozisyonda

da calisma imkani
Horizontal Work-
ing position ability

. Vals topu Yan Vals TahrikliTop | YanDayama  Motor s R
Mil capi Caplan Tapu Cap! Kivirma Hizi Aded Eksenadedi  Giic Makina Olctleri - Makina Agirligi
_ShafT _RUIIS Shaft Lenght Bending N°of Driven  N°ofsiderolls  Motor _Machl_ﬂe Machine weight
Diameter  Diameter Speed rolls axes Power = Dimensions
m/dakika
MODEL @ mm @ mm @ mm meter/min # # mm mm kg
PK32 30 148 118 4 2 1 0,75  600x800x1450 210




3 TOPLU MOTORLU PROFIL & BORU BUKME MAKINASI
3 ROLLS MOTORIZED SECTION & PIPE BENDING MACHINES

i PK-35
Teknik Ozellikler ve Standartlar

Model PK 35 Ayak pedalli
with foot pedal

« (elik govde

+2 alt vals topu disli sistemle tahrik edilmistir
+Rediiktorden direkt disli sistemi ile tahrik edilmistir
+ Ust mil bosta hareket etmektedir

+Vals toplari sertlestirilmistir

+Vials milleri ozel celikten, sertlestirilmis ve faslanmistir
+Tek hizli motor

+Standart vals toplari

+ Ayarlanabilir yan dayamalar

- Yatay ve dikey ¢alisma imkani

+ AB Guivenlik Direktiflerine Uygunluk (CE)
+Kullanma kilavuzu

Opsiyonel

+Boru biikme vals toplari

- Ozel profil bikkme vals toplan
- Kosebent biikme vals toplari

- Dijital gosterge

+ Ozel kissebent yan dayamalan

Technical Specifications and Standards

-Steel frame

+Two bottom rolls powered

- Direct drive power system with gears

+Top rallis idle ( free turning )

+Rolls are hardened

- Rolls shafts are special steel material hardened and ground
+Single speed mator

-Standard rolls

» Adjustable guide rolls

- Horizontal and vertical working position

- Built according to EC Safety Directives and has CE Mark
- User’s manual

Optional

Tek Hizli Motor
Single Speed Motor

+ Pipe/Tube bending rolls

+ Profile bending ralls

+ Angle bending rolls

+ Digital readout

+Special lateral angle guide rolls

Opsiyonel Delrin Boru Kaliplari (Paslanmaz Boru igin)
Optional Special Plastic Rall Sets (for Stainless Pipes)

Opsiyonel Kdsebent Biikiim icin Yan Dayamalar
Optional Lateral Rolls For angle bending Yatay Calisma Pozisyonu (Standart)
Horizontal Working Position (Standard)

Milcapl  Valstopu (aplar  Kivirma Hizi Tahrikli Top Adedi Yan Dayama Eksen adedi '\éggr Makina Olcdileri Makina Agirligi
.Shaﬁ Rolls Diameter . Bending Speed N° of Driven rolls N° of side rolls axes Motor _Machl_ne Machine weight
Diameter Power Dimensions
m/dakika
MODEL @ mm @ mm mefer/min # # mm mm kg
PK 35 50 155 45 2 1 1,5 750x1000x1400 400




3 TOPLU MOTORLU PROFIL & BORU BUKME MAKINASI
3 ROLLS MOTORIZED SECTION & PIPE BENDING MACHINES

KAPASITE ve OZELLIKLER / CAPACITY and SPECIFICATIONS

PK 20 PK30 PK 32 PK 35
No Profil cinsi ACIKLAMA
Profile T ) ) . ) . ) . : NOTES
(ISR Olgler Min. Olgiler Min. Olculer Min. Olgiler Min.
Size Pmm Size Pmm Size Pmm Size Pmm
. 25x6 300 50x10 1800 50x10 1800 60x10 500 Standart valsler
10x3 120 20x6 600 20x6 600 40x10 400 Standart rolls
5 40x10 400 80x15 700 80x15 700 100x15 450 Standart valsler
20x3 120 30x6 400 30x6 400 60x10 350 Standart rolls
3 12x12 300 30x30 900 30x30 900 35x35 900 Standart valsler
10x10 120 10x10 200 10x10 200 20x20 300 Standart rolls
4 7e 300 730 900 730 900 P35 600 Ozel valsler
g10 120 710 200 ?10 200 730 400 Optional rolls
5 (25x1.5 500 7 60x1,5 1000 7 60x1,5 1000 P70x2 1000 Ozel valsler
71ex1 120 1 25x1,5 600 ) 25x1,5 600 7 30x2 500 Optional rolls
/2 xe, 77 500 11/2"x2,9 600 11/2"x2,9 600 2"x2,9 1000 Ozel valsler

(3/8"x1.65 200 1/47x1,8 300 1147x1,8 300 1"x2,3 350 Optional ralls

30x10x1.5 400 50x30x3 | 1200 | 50x30x3 | 1200 | 70x30x2 i 1200 Ozel valsler
20x8x1 300 40x20x2 © 800 40x20x2 800 | 50x40x3 { 1200 Optional rolls

20x20x1.5 400 40x3 1200 40x3 1200 50x3 1700 Ozel valsler
15x15x1 300 30x2 800 30x2 800 40x3 600 Optional ralls

20x20x4 200 40x40x5 600 40x40x5 600 | 50x50x5 | 1000 Ozel valsler
10x10x2 120 30x30x4 | 300 30x30x4 300 | 40x40x5 . 600 Optional rolls

20x20x4 250 35x35x5 600 35x35x5 600  50x50x6 = 1000 Ozel valsler
10x10x2 120 30x30x4 400 30x30x4 400  30x30x3 500 Optional rolls

25x25x4 400 50x6 600 50x6 600 60x7 700 Standart valsler
15x15x3 250 20x3 400 20x3 400 50%6 500 Standart rolls

25X25%4 400 50x6 600 50x6 600 60x7 700 Standart valsler

TN

12 15x15x3 300 20x3 400 20x3 400 50x6 500 Standart ralls

3 25x25x4 500 50%6 600 50x6 600 60x7 700 Standart valsler
15x15x3 400 20x3 400 20x3 400 50x6 500 Standart rolls

" 30x15x4 300 3 3 3 3 UPN 80 1000 Standart valsler*
25x12x1.5 200 UPN 60 700 Standard rolls*

5 30x15x4 300 3 3 3 3 UPN 80 1200 Standart valsler®
25x12x1.5 200 UPN 30 800 Standart rolls*

Sac kivirma kapasiteleri 24 kg / mm2 sac mukavemetine gore verilmistir * (zel Pul gerekebilir

Plate bending capacities are given for 24kg / mm2 plate yielding strength * May need Special washer




3 TOPLU HIDROLIK PROFIL & BORU BUKME MAKINASI
3 ROLLS HIDROLIK SECTION & PIPE BENDING MACHINES

Teknik Ozellikler ve Standartlar 3R HPK-45

+ 2 top Motor fahrikli

+ Pyramit fipi tasarim

* @ 52mm‘e kadar Boru hilkme Kapasitesi

+50x50 Kdsebent Biikme kapasitesi

- Hidrolik Piston ile ayarlanabilir Ust top asagi-yukan hareketi
- Yatay ve dikey pozisyonda ¢alisabilme dzelligi

+Boru biikme valsleri

« Ozel profil bilkme valsleri
+Kdsebent biikme valsleri
- Dijifal gosterge

Technical Specifications and Standards

+ 2 driving rolls

*Pyramid style design

- Bending capacity: pipe up fo 2”;

+Bending angle up fo 50x50 mm

+Hydraulic adjustment of Top Bending roll

- Combination horizontal-vertical working position

Optional

+Pipe / Tube bending rolls
« Profile bending rolls

« Angle bending rolls

- Digital Read-0ut

Yatay Pozisyonda da ¢alisma imkani § o
Horizontal Working position ability Ust topun hareketi igin kolay kullanimli Kumanda Kolu

Easy use Joystick for Top roll movement

: Vals topu  Ust Vals topu Tahrikli Top  Yan Dayama o PR Makina
Mil capi Caplar Capi Kivirma Hizi Aded Eksen adedi Motor Glici ~ Makina Ol¢uleri AGIrhg)
'Shaf‘f ‘Rolls Upper Roll Bending  N°ofDriven = N°ofside Motor Power Machine Dimensions Mat‘hlne
Diameter = Diameter = Diameter Speed rolls rolls axes weight
m/dakika
MODEL @ mm @ mm @ mm meter/min # # mm mm kg
3R HPK-45 45 160 160 10 2 1 11 800x1050x1430 540




3 TOPLU HIDROLIK PROFIL & BORU BUKME MAKINASI
3 ROLLS HYDRAULIC SECTION & PIPE BENDING MACHINES

<44+ »

“, Opsiyonel 220 V Monofaz Motor
m Optional 220 V Single Phase Motor

TRl el e et Technical Specifications and Standards

« Celik konstriiksiyon govde - Steel welded construction frame
- Her 3 top motor tahriklidir *3 Rolls are motor driven ) )
« Sertlestirilmis dzel gelik miller +Hardened shafts from special steel material
Hidrolik iist top hareketli - Top roll hydraulic moveable up-down
-Yatay ve dikey galisma pozisyonu - Horizontal and vertical working position
- Standart vals takimi -Sra_ndard rolls
-Yan dayamalar “Guiderolls N _
- Frenli mator ile hassas biikiim . Brak_e matar equipped for the precision bending
- Govdeden ayri hareketli kumanda panosu *Mohile control panel
Opsiyonel Optional )
Opsiyonel NC Unitesi
+Boru biikme valsleri +Pipe / Tube bending rolls Opfi | Nc Controll
- Ozel profil bilkme valsleri + Profile bending rolls prional NC Lontraller
+Kosebent biikme valsleri +Angle bending rolls
- Dijital gosterge - Digital Read-0ut
- Ozel kiisebent yan dayamalan - Optional lateral angle guides
+ Opsiyonel merdiven kivirma aparati - Optional stairway bending attachment
+NCkontrol = - -NC control e— ban
=
_ L Yatay Pozisyonda da ¢alisma '
Opsiyonel Dijital Gosterge Horizontal Working position .
Optional Digital Read-Out .
-
. Vals topu  Ust Vals tapu -, . Yan Dayama - o s
Mil capi Caplar Cap! Kivirma Hizi Tahrikli Top Adedi Eksen adedi Motor Glici Makina Olctleri  Makina Agirhgi
Shaft Diameter .RD”S Upper Roll Bending N° of Driven rolls N° of side Mator Power  Machine Dimensions Mac_hlne
Diameter ~ Diameter Speed rolls axes weight
m/dakika
MODEL @ mm @ mm @ mm meter/min # # mm mm kg
HPK-50 50 162 152 45 2 1 11 810x950x1500 500
HPK-60 60 215 215 4 2 1 1,5 1000x1400x1650 950




3 TOPLU HIDROLIK PROFIL & BORU BUKME MAKINASI
3 ROLLS HIDROLIK SECTION & PIPE BENDING MACHINES

3R HPK-80

3RHPK-70H

Yatay Hareketli Degisken Geometri
Horizontal movement and Variabl Geometry

Teknik Bzellikler ve Standartlar Technical Specifications and Standards
* (elik govde - Steel body
+ Ust mil hidrolik olarak yukar asad hareketli *Moving up and down the shaft hydraulically
+ Reduiktar tahrikli disli sistemi , Her 3 mil tahriklidir - Gearbox driven gear system , Each is 3 miles driven
+Vals milleri ve toplari 1050 kalite ¢elikten imal edilmistir +1050 Vals shafts and balls are manufactured from quality steel
= Tiim miller ve toplar sertlestirilmis ve taslanmistir +Allare hardened and ground shafts and balls
- Standart vals toplari ile lama ve kutu profil bikiilebilir -Standard rolls with bent blades and box profile
- Standart vals toplari dedisik olgiilii pullardan olusmaktadr. - Standard rolls are composed of different sized washers.
- Ayarlanabilir yan dayamalar + Adjustable guide rolls
- Yatay ve dikey ¢alisma imkani - Horizontal and vertical operation
Opsiyonel Optional
+Boru biikme valsleri +Pipe / Tube bending rolls
+ Ozel profil bikme valsleri - Profile bending rolls
+Kdsebent bikme valsleri + Angle bending rolls
- Dijital gostergeaparath + Digital Read-Out
*NC kontrol +NC control

: Valstopu  Ust Vals topu Tahrikli Top - PR Makina
Mil capi Caplar Capi Kivirma Hizi Adedi Motor Glicd | Makina Ol¢uleri AGIThg)
lShafT vRoIIs UpperRoII Bending ~ N°of Driven Motor Power Machine Dimensions Ma;hme
Diameter = Diameter = Diameter Speed rolls weight
f mm @ mm @ mm m/dakika # mm mm k
MODEL meter/min g
3RHPK-70 H 70 220 220 6 3 4 1200x1200x1600 1600
3R HPK-80 80 265 260 6 3 4 1100x1300x1650 1500




3 TOPLU HiDROLIK PROFIL & BORU BUKME MAKINASI
3 ROLLS HIDROLIK SECTION & PIPE BENDING MACHINES

KAPASITE ve OZELLIKLER / CAPACITY and SPECIFICATIONS

3R HPK-45 3RHPK70H 3R HPK 80

Profil cinsi B ' ' B T ACIKLAMA
Profile Type " _ o _— o
OI;.L”E[ Min. @mm OI;_uler Min. @mm Ulc_uler in. @mm Ulc_uler Min. @mm ch_uler
Size Size Size Size Size

1 50x10 500 60x10 600 80x20 1200 80x15 900 100x15 1000 Standart Valsler
- 55 250 20x10 300 40x10 400 40x10 500 30x10 400 Standard rolls

5 85x20 500 100x15 600 120x25 600 125x25 800 150x25 900 Standart Valsler
f— 40x10 250 50x10 300 50x10 400 60x8 500 60x5 400 Standard rolls

3 -. 30x30 500 35x35 600 50x50 800 50x50 800 60x60 700 Standart Valsler
15x15 250 15x15 300 20x20 400 20x20 400 15x15 400 Standard rolls

4 m g32 500 B35 600 750 1600 750 800 760 800 Opsiyonel Valsler
g15 250 p20 300 720 500 215 500 715 400 Optional rolls

5 {@70x1.5 1200 @ 70x2 1200 7 100x2 1600 $100x2.5 1400 2120x3 1400 Opsiyonel Valsler
m ?50x1.5 800 { 25x1,5 400 7 60x2 500 @15x1 500 @15x1 400 Optional rolls

6 m 2"xe,77 800 2"x2,9 1000 3"x3,2 1600 (#3°x5,48 1000 @3"x5,48 900 Opsiyonel Valsler
p1/2°x2.77 250 112°x2,3 300 1"x2,6 500 73/8”x1.65 500 p1/2°x2,77 400 Optional rolls

7 ﬁ 60x40x2 1200 70x30x3 1500 80x40x3 1400 80x25x3 1000 100x40x3 1200 Opsiyonel Valsler
= 40x20x2 800 30x15x2 400 40x20x2 500 25x15x2 500 25x15x2 500 Optional rolls

8 50x50x2.5 1200 50x3 1600 70x3 1600 70x70x3 1800 100x100x3 1600 Opsiyonel Valsler
.]I- 30x30x2 800 20x2 400 40x2 500 40x40x2 1000 25x25x2 600 Optional rolls

- 50x50%6 700 50x50x6 600 70x70x7 1000 80x80x8 1200 100x100x8 1200 Opsiyonel Valsler
J —l._ l 25x25x3 250 30x30x3 400 40x40x5 500 4LOx40x4 700 30x30x3 600 Optional rolls

0 m 50x50x6 800 50x50x6 900 70x70x7 1200 80x80x8 1000 100x100x8 900 Opsiyonel Valsler
25x25x3 300 30x30x3 600 40x40x5 600 40x40x4 400 30x30x3 600 Optional rolls

" - 50x50x6 500 60x7 800 80X9 1000 80x80x9 1200 100x100x10 1000 Standart Valsler
n - 25x25x3 250 30x4 500 40X5 400 25x25x3 700 25x25x3,5 400 Standard rolls

» 50x50x6 600 50x6 800 80X9 1200 80x80x9 1200 80x80x8 1200 Standart Valsler
ﬁ 25x25x3 300 30x4 500 40X5 500 25x55x3 500 25%25x3,5 400 Standard rolls

B i i 50x50x5 600 60x7 800 80X9 1000 80x80x9 800 100x100x10 1200 Standart Valsler
\ 25x25x3 300 30x4 500 40X5 400 25x55x3 500 30x30x4 400 Standard rolls

" 65x42x5.5 700 UPN 80 800 UPN120 8005 UPN 100 800 UPN120 800 Standart Valsler
- 30x15x4 300 UPN 30 400 UPN 60 00 UPN30 450 Standard rolls

5 65x42X5.5 800 UPN 80 1200 UPN 120 1200 PN 100 200 UPN 120 600 Standart Valsler
30x15x4 300 UPN 30 600 UPN 60 600 UPN 30 400 Standard rolls

Kivirma kapasiteleri 24 kg / mm2 malzeme mukavemetine gore verilmistir
Bending capacities are given for 24kg / mm2 material yield strength

e




Manuel Kollu Profil ve Boru Biikme Makinalari
Manual Section & Pipe Rolling Machines

Teknik Ozellikler ve Standartlar

+20 - 25 - 30 - 40-60mm Borular igin biikiilebilir 1set standart kalip ;
+Celik , Bakir ve Aluminyum borular biikmek igin uygundur,
- Hafif ve kolayca fasinabilir.

Opsiyonel

- Farkl dlgiilere ozel boru ve praofil kaliplar

Technical Specifications and Standards

Min @
+20 - 25 - 30 - 40 -60mm pipes can bend with 1set standart tool ;
Lama Flathar 11/4 min@ 250 -|deal for Steel, Copper and Aluminum pipes ,
-Light and easy carriage
U Profili C Channel x2” min @ 250
Boru Pipe 12" min 500 Optional
Kalin Etli Boru Thick Pipe 2’ min #1500 -Special size of toolings for sections or pipes are available
Kare Profil Square Tube xe” min @ 1750
Kutu Profil Rectangular Tube xe” min #1500

Teknik Ozellikler ve Standartlar

+20 - 25 - 30 - 40mm Borular igin bukdlebilir 1set standart kalip,
- Celik , Bakir ve Aluminyum borulari bilkmek igin uygun,
- Hafif ve kolayca tasinabilir.

n Technical Specifications and Standards

+20 - 25 - 30 - 40mm pipes can bend with 1set standart tool ,
-|deal for Steel, Copper and Aluminum pipes ,
-Light and easy carriage

Siyah Sac Bakir Aliminyum

Mild Steel Copper Alumium
Min @ mm 450 20x20x1.2 20x20x1.5 20x20x1.75
Min@ mm 500 25%25x1.5 25%25x1.5 25x25x1.75

Min @ mm 550 30x30x1.5 30x30x1.75 30x30x2

Min@ mm 600 40x40x1.5 40x40x1.75 40x40x1.75




EREMSA

Manuel Kollu Profil, Lama ve Boru Bukme Makinalari
Manual Section, Flatbar and Pipe Bending Machines

—— —
AB-38
Teknik Ozellikler ve Standartlar n Technical Specifications
and Standards
+8x32 den 6x50mm borular biikmek iin tasarlanmistir +8x32 and 6x50mm pipes can be bended
=200 ° derece biikme agisi +200 ° maximum bending angle
- Hafif ve kolayca tasinabilir. +Light and easy carriage

Opsiyonel Optional E—

- Ozel Olgtilerdeki Kaliplarla Lama, U Kdsebent, Yuvarlak

) o T +Can bend Flathar, C Channel, Round tube,
Boru, Kare Profil ve Dikdartgen profil biikebilir

square and rectangle tubes with special toolings

b

PN

AB-50

Teknik Ozellikler ve Standartlar n Technical Specifications
and Standards

=8x50 den 6x50mm borular biikmek igin tasarlanmistir =8x50 and 6x50mm pipes can be bent
=180 ° derece hiikme agisi =180 ° maximum bending angle
- Hafif ve kolayca tasinabilir. -Light and easy carriage

Opsiyonel Optional

+ Ozel Olciilerdeki Kaliplarla Lama, U Kasebent, Yuvarlak
Boru, Kare Profil ve Dikdartgen profil biikebilir

- Can bend Flatbar, C Channel, Round tube,
square and rectangle tubes with special toolings




Manuel Kollu Profil ve Boru Bukme Makinasi
Manual Section & Pipe Bending Machine

Teknik Ozellikler ve Standartlar

- The hand bending machine AB-500 has been designed as a
cheap bending machine of a broad functionality range and high
output.

+The unique feature of the bending machine are 3 bending
speeds to select from. A suitable bending speed depends on
material type, outside diameter and wall thickness. Thanks
to the machine simple construction the bending machine use
is very easy and does not require big force. For the machine
longer life, all of the joints use the highest quality sleeves and
thrust washers.

Technical Specifications
and Standards

- The hand bending machine AB-500 has been designed as a
cheap bending machine of a broad functionality range and high
output.

- The unique feature of the bending machine are 3 bending
speeds to select from. A suitable bending speed depends on
material type, outside diameter and wall thickness. Thanks
to the machine simple construction the bending machine use
is very easy and does not require big farce. For the machine
longer life, all of the joints use the highest quality sleeves and
thrust washers.

' AB-500
(elik BORU Round tube of soft steel 63,5x3,5mm
Aliminyum Boru Aluminium round tube 63,5x4mm
Paslanmaz Boru Round tube of stainless steel 50,8x3mm
Krom Sertlesmis Profil Chrome hardened round profile 50,8x3mm
Dolu Celik Solid bar, soft steel 25,4mm
Minimum Dis Cap Minimal outside diameter 19,05 mm
Maksimum Blikme Radyusu Maximal bend radius 177,8 mm
Minimum Bukme Radyusu Minimal bend radius 76,2 mm
Agirhk Net weight 122 kg
Ebatlar Dimensions 1120 x 685 x 1065 mm

Motorlu Hidrolik Boru Bukme Makinasi - Hafif Tip
Motorized Hydraulic Pipe Bending Machine - Light Type

EHB-1000

Teknik Ozellikler ve Standartlar

- Elektrikli hidralik boru biikucu

- Tasinabilir ve 2aa gizelgesine kadar kolayca biikilebilir 40 boru (1.54aa)

=120 ve 240 derecelik kaliplar opsiyonel olarak mevcuttur
- Mil merkezlerinde aliminyum bronz burglar

-GUG: 5500

+Standartlar sunlan icerir: 120 cm'de 17%3%,1-1/2 *x5”,1-3/ 4 *x6”
-Istege bagh kaliplar: 1/4 “x3”, 7/8 “x3”,1"x3",1-1/ 8 “x3",1-1/ 4 “x4”,1-1/ 2 “x4",1-1/ 2 “x5",1-5/ 8
“X5”,1-3/ 4 “x6”, 2 “x6”, 3/4 “x3”,1“x4”,1-1/ 4 “X5”,1-1/2" x6"

- Electric hydraulic tube bender

Technical Specifications and Standards

- Parfable and easy o bend up to 2aa schedule 40 pipe(1.54aa)

- Dies available 1206240 degree

« Aluminum bronze bushings at pivot paints

+POWER: 550W

-Standard dies include: 1"x3”,1-1/2"x5", 1-3/4”x6” in 120°
«Optional dies include: 3/4”x3",7/8"x3", 1"x3", 1-1/8"x3", 1-1/4"x4", 1-1/2"x4”,1-1/2"X5”, 1-5/8”X5",

1-3/47%6”, 2"x6”, 3/4"X3", "X4”,

1-1/47x5”,1-1/2"x6”




EREMSA

Manuel Kollu Profil ve Boru Bukme Makinalan
Manual Section & Pipe Bending Machines

n Teknik Ozellikler ve Standartlar

+Moatorlu ve Hidrolik pistonlu Boru ve Demir bilkme makinasi
+Standart boru caplarina uygun kaliplariyla beraber
+ Hafif ve Kolay tasinabilir tasarim

n Technical Specifications and Standards

+Tube and Rear Bender with Hydraulic piston and Motor.
+Inlcuding Die sets for standard pipe sizes
-Easy fo carry

n Teknik Ozellikler ve Standartlar

+Kollu ve Hidralik pistonlu Boru ve Demir biikme makinasi
+Standart boru caplarina uygun kaliplariyla beraber
- Hafif ve Kolay tasinabilir tasarim

n Technical Specifications and Standards

~Manual Arm lever Tube and Rear Bender with Hydraulic piston.
+Inlcuding Die sets for standard pipe sizes
-Easy to carry

Motorlu
Motorized

HB-60 ‘

Manual Kollu
Manual

STANDART LOKMA KALIPLARI/ STANDARD TOOLINGS

3/8”




Kalin Etli Borular / Thick Pipe

Siyah (elik Boru / Tube

Aliiminyum Boru / Aluminum pipe
Yuvarlak Dolu Boru (5.) / Round Bar
Kare Profil (5.0) / Square tube

Kalin Etli Borular / Thick Pipe

Siyah Celik Boru / Tube

Aliiminyum Boru / Aluminum pipe
Yuvarlak Dolu Boru (S.) / Round Bar
Kare Profil (S.() / Square tube

BORU BUKME MAKINALARI
PIPE BENDING MACHINES

SPB 60

Max : 60x4 mm
Max : 48x4 mm
Max : 60x8 mm
Max : 40 mm

Max : 40x40x4 mm

Teknik Ozellikler ve Standartlar

+Kendinden hafizall NC Kontrol ekrani makinenin profesyonel ve kolay kullanimini saglar
+@ 60mm x 4 mm’e kadar boru biikme imkani

+Tutucu aparat boruyu makineye sahitleme esnasinda destekler

- Ozel aparatlan monte edebilmek icin bos delikler

« (elik konstriiksiyon kaynakli govde

+Termik - Gii¢ & Sifirlama lambalari

+ Acil durdurma butonu

Technical Specifications and Standards

+NC Control Screen with Memory enables professional and easy operation of the machine ,
+Up to @60mm x 4 mm tube bending possibility ,

+Holder attachment for supporting the tube during the fixing it on to the machine,

+Free holes for mounting the special tools , Steel Welded Construction Frame

+Termic - Power & Reset gauges,

+Emergency stop button,

+The Machine has 500 programme memory on internal memory,

SPB 76 SPB 76
Max : 76x3 mm
Max : 70x5 mm
Max : 76x6 mm
Max : 45 mm
Max : 50x50x5 mm
: Maks. .
Min. Radyus Raduyus Hizi Mator Ebatlar Agirlik
Min Radius  MaxRadius Speed ~ Power  Dimensions Weight
MODEL g mm gmm  M/minute,  kw mm kg
SPB60 R40: 60x4 R150:60x4 3 2,2 750x850x1050 « 330
SPB76 R40: 16x3  R220:76x3 3 3 850x850x1050 . 500




MOTORLU BORU KURTAGZI ACMA MAKINALARI

Teknik Ozellikler ve Standartlar

-isleme tanburu sayesinde boru ve profil capina gére uygun agiz agma ozelligi
- Hareketli mengene neticesinde gok ¢abuk sikma ve sokme ozelligi

Mengene sag-sol ve ileri geri hareket ozelligi (rulmanli sistem)

- Donerli mengene sayesinde 50° ye kadar agil agiz agabilme

*4” boruyu kaynatabilme imkani

Opsiyonel

- Otomatik siiriicii sistemi
*Pnomatik mengene
+0zel Olgiilerde Tambur takimlar

6 fambur standart

+ Charge to easily ability to open suitable dovetails according to the pipe and tube
diameters with the help of processing drum.

6 pcs Dove fails standard

MOTORIZED PIPE NOTCHING MACHINES

6 fambur standart

6 pcs Dove tails standard

PN 20/76

Technical Specifications and Standards

+ Ahility to tighten and loosen the parts quickly as a result of moving clamp.

+ Ahility of clamp to move right and left sideways

+With movable clamp, notching up to 50° degrees angle
+Welding to 4” sized pipes possibility.

(T E]

+ Automatic Feeding system
+ Pneumatic clamping system
- Special dovetails for different sizes

Adizagma

6 tambur standart

6 pcs Dove tails standard

kapasifesi Motorgucti |+ Uzunluk Genislik Yikseklik Agirhk
NUTEhl‘ng Motor power  Length Width Height Weight
capacity
MODEL @ mm kw mm mm mm kg
PN 20/76 20-76 2,2 1350 700 1200 130
PN17/90 17-90 2,2 1150 600 1000 170
PN 40/170 40-170 3 1550 850 1300 350

PN 40/170
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SEYYAR TiP MOTORLU BORU KURTAGZI ACMA MAKINASI
MOBILE TYPE MOTORIZED CUTTING OPERATED PIPE NOTCHING MACHINE

PN 60 Mobhile

“ Technical Specifications and Standards

n Teknik Ozellikler ve Standartlar

-8 farkli Olcii iceren 6 dan 60 mm e kadar tizerindeki kaliplariyla, - With its own 8 slots from 6 to 60mm pipe notching machine,
- Kolay tasinabilir seyyar Boru Kurtagzi Agma makinasi - Easily movable anywhere on site
-Standart 220V monofaze -Standard 220V single phase
Agiz arma Motorgucti - Uzunluk Genislik Yiikseklik Adirlik
kapasitesi
NoTchl_ng Moator power.  Length Width Height Weight
capacity
MODEL @ mm kw mm mm mm kg
PN 60 Mabile 6-60 11 860 400 450 90




BORU PARLATMA MAKINASI
PIPE POLISHING MACHINE

Teknik Ozellikler ve Standartlar

Otomatik besleme sistemi malzemenin operator miidahalesi olmaksizin besleme istasyonuna
girisini saglar (Ayr hir motor vasitasi ile)

2 takim zimpara kayisi standarda dahildir. (Ayri motorlu)

Manuel boru sikistirma ayari

Motor igin sabitleme aparati

Kayislar dedistirme ve temizleme igin agilir kapak

Manuel besleme tutucu

180° (derece) biikiilmiis borular parlatabilme

BT 114 S Modelinde malzemenin otomatik besleme sistemi icerisinde dondiirtilmesine gerek yoktur

Opsiyonel

Otomatik stirticui sistemi
Pnomatik mengene
0Ozel Ol¢iilerde Tambur takimlari

BT114S

Technical Specifications and Standards

Automatic feeder system provides the material to be fed into auto feeder system
without operator interfere . (With seperate matar)

2 set of abrasive belts included as standard equipment. (With seperate motor)
Manual pipe clamping adjustment

Fixing attachment for the motor

Opening cover for changing the belts and cleaning

Holder for manual feeding

(an polish bended pipes and tubes at of 180° (angle)

No need to turn the material on auto feeder system model BT 1145

Optional

Automatic Feeding system
Pneumatic clamping system
Special dovetails for different sizes

(alisma - .
kapasifesi Mator giicli Kayis Besleme Hizi Ebatlar Agirhk
Workmg Motor power Belt Width Dimensions Weight
capacity
MODEL gmm kw mm M/ minute mm kg
BTN45S 16-114 4,75 ox (940*50) 3-22m.  1000x750x1300 265
Abbrasive




HIDROLIK YATAY PRES
HYDRAULIC HORIZONTAL PRESS

HP-10

-Opsiyonel Sehpa
-Optional Stand

Teknik Ozellikler ve Standartlar n Technical Specifications and Standards
- Hafif ve kolay tasinabilme ozellikli tasarim +Lightweight and easy to carry design
- On taraftan kolayca ayarlanabilen kurs mesafesi +Easy adjustable stroke distance from front side
«Hidrolik olarak hareket eden dovme ¢elikten imal edilmis, sertlestirilmis, taslanmis, +Hydraulically moving carriage of forged steel with double slides, suitably hardened, ground and
toza karsi korumal kizakl takim tasiyicisi protected by dust scrapers
+Hareketli cene, tablo tizerine rijit bir sekilde kizaklanmistir *Moving beam slided on the table in rigid way

Opsiyonel Optional

« Ozel dliilii ve fonksiyonlu kaliplar +Special toolings with different sizes

> R @ ]

' HP-10
Tabla Olgileri Workbench dimensions mm 220x180
falisma Basinc Operating pressure ton 10
Maks. (alisma Basincl Max. operating pressure bar 120
Motor Guici Motor power kw 1.5
Hareketli Kafa Calisma Kursu Mabile Piston Working Stroke mm 200
Hidrolik Tank Kapasitesi Hydraulic oil tank capacity It. 8
Makina Olgtileri (UxGxY) Machine dimensions LxWxH mm 1200x250x400
Adirlik Weight kg 80




HIDROLIK YATAY PRESLER
HYDRAULIC HORIZONTAL PRESSES

HP-20

HP-40

Teknik Ozellikler ve Standartlar

+ On taraftan kolayca ayarlanabilen kurs mesafesi

+Hareketli cene, tablo tizerine rijit bir sekilde kizaklanmistir

+Makinanin 6n tarafindan direksiyon ile ayarlanan hidrolik valf kantralli Mikrometrik
fasiyict

+Yiiksek basing altinda siirekli ayarlanabilir kurs ayar;

+Tek blok halinde Giretilmis basinci ayarlama imkani saglayan hidrolik blok;

« Akis kontrol valfi sayesinde yaklasma hizini ayarlayabilme ozellig;

+ Ayak pedali veya ¢ift el kantralii ile kumanda

«Takim koymak icin yan raflar

+ Boru ve lamalan istenilen agilarda kivirmak icin ozel kaliplar
«NC Kontrol Unitesi

Technical Specifications
and Standards

- Easy adjustable stroke distance from front side

+Moving beam slided on the table in rigid way

- Micrometer adjustment of the carriage stroke by hydraulic valve by hand wheels,
positioned in front of the machine

+Hydraulic single block power unit with the possibility of adjusting the pressure

- Approach feed speed adjustment through flow control valve

- Die holder pins made in alloy steel with rapid conical change, hardened and grounded
to obtain a strong lock

-Working with foot pedal or two hand control

+Roomy side tool holder shelves beside the machine

Optional

+Special tools to bend pipes and flat bars in required angles
+NC Control Unit

HP-20 HP-40 HP-80
Tabla clgileri Workbench dimensions = mm 620x1050 650x1100 550x620
Tabla ytiksekligi Table height mm 920 920 950
(alisma hasinci Operating pressure ton 20 40 80
Maksimum ¢alisma basinci: Max. operating pressure  har 180 220 220
Motar gucl Motar power kw 2,2 4 75
Hareketli ve sabit millerin Mabile andhxed pins mm 200 250 280
baylar height
Hidrolik tank kapasitesi | Hydraulic oil tank capacity = It. 12 50 100
o Machine dimensions Standart Abkant V kalibi
Makina olgileri UxGxY Ly WxH mm  1100x500x1300 = 1300x650x1400 | 1200x750x1430 Standard VEE Die
Agirhk Weight kg 450 1100 1600 Opsiyonel Boru Kaliplar

3/87,1/2" 347,17 14 qier 27
Optional Pipe bending Tooling Kit



Bant Zimpara Taslama Makineleri
Abbrasive Belt Grinders

Teknik Ozellikler ve Standartlar

=Bant zimparamiz yiiksek verimlilik ve hassasiyet, daha az toz ve diisiik giiriiltii ozellikleri tasiyor.
= Asindirici bant, degistirme ve ayarlama igin uygundur

-Kayis taslama kafasi agisi yukari ve asagi ayarlanabilir
- Titresime dayanikli bir karuyucu cihazla donatilmistir ve opsiyonel bir elektrikli sipiirge

icermektedir.
=Hizl ayar kayis agisi
- Yuksek kayis hizi
- Genis yuizeyli taslama alani

MODEL
BG-50
BG-60
BG-75

BG-100
BG-150

Technical Specifications and Standards

vacuum cleaner.

- Quick adjusting belt angle
«Vibration-free operation
+High belt speed

-Large face sanding area

«Our belf grinder features high efficiency and precision, less dust and low naise.

+The abrasive band is convenient for replacement and adjustment

+The angle of belt grinder head can be adjusted up and down

«Qur belt grinder is equipped with a vibration-proof protective device and has an optional

Motor Glcu Taslama Disk Capi Banf Tipi Olctler Adirlik
Mator Power Contact Wheel Belt Size Dimensions Weight
kw g mm mm mm kg
0,75 75x50 1000x50 540x440x400 40
0,75 100x50 1750x50 800x500x550 60
2,2 200x75 2000x50 1150x600x570 125
1 200x100 1250x100 1150x650x650 150
3 250x150 2000x150 1150x630x640 160




Model PRF

~ Motorlu (ati Panel Kaplama Kenet Makinasi
Motorized Standing Seam Panel Machine Panels for Roofing

é —
PRF 12
-6 istasyon
-6 Stations
|
=
) Technical Specifications and Standards
Teknik Ozellikler ve Standartlar
+30 mm kenet yiikseklikligi +30mm standing seam height
+770 mm genislikte panel yapilabilir +UP t0 770 mm wide panels to be formed
+Uzakfan kumanda ( yeni) +Remote control (new)
+Uzunluk dlger (istediginiz olglide otomatik durdurma) + Digital length measurment ( auto stop )
ileri ve geri ¢alisma sistemi « Forward and backwards warking capability
+Kenet formu dleii degisimi miimkiin +Seam form dimensions changing capability
+ Acil stop butonu +Emergency stop button
« Giivenlik muhafazal «Safety covers
+makina agirlik : 180 kg. *Machine weight : 180 kg.
+220 volt +220 volt

Maksimum 770 mm Genislige kadar
Up to Maximum 770 mm Width



Manuel Kollu Caka-Makas-Silindir 3’u 1 Arada Kombine Bukim-Kesim Makinasi
Manual Heavy Duty TYPE - Folding-Shearing-Rolling 3 in 1 Combination Machine

CM 200

CMS 610x1,0

CMS 310x1,0

Biikme , Caka ve Kesme islerinde Tek kol ile kolay uygulama
Rolling , Folding and Cutting operations done with one Arm Easily

CMS 1050x1,0

Opsiyonel Stand Opsiyonel Pargali Bigak Standart Tel Kanali
Optional Stand Optional Segmented Blades Standard Wire Grooves



Manuel Kollu Caka-Makas-Silindir 3’u 1 Arada Kombine Bukum-Kesim Makinasi
Manual Heavy Duty TYPE - Folding-Shearing-Rolling 3 in 1 Combination Machine

Milleri koruyan Sac Ust kapak
Sheet Cover to protect the Rolls

CMS 1320x1,5 5
Teknik Ozellikler ve Standartlar Technical Specifications and Standards
+3islev birarada , 6zel modelimiz kiiglik atdlyeler icin pratik ve hizli ¢dziimler sunar +3in1 All functions together, our special model offers practical and quick solutions for small warkshaps.
+Uzun omirlii kaliteli dokiim ¢elik malzeme +Produced with high quality long lasting cast steel
-Silindir Bukme , Caka biikme ve Giyotin kesme dzellikleri ayni makinede birlestirilmistir. - Plate Rolling, Sheet Falding and Shearing on the same machine , easy and handy for all sizes of
ince sacliimalat atdlyeleri igin ideal ve kolay kullanimlidir thinsmith shops, repairshops.
+Tek kol ile tiim islevleri kullanabilme +0ne arm to make all ooperations easily
- Sac kesmede arka dayama - Backgauge for shearing function

Dokum dayanikl govde Sertlesmis Celikten Bicaklar ve tabla Millerde Tel kanal standart
Casting lasting Frames Hardened Steel table and blades Wire Grooves on rolls as standard
falisma Boyu Kapasitesi Top ¢aplan @ Tel kanali ol¢tleri Uzunluk Genislik Yikseklik Adirlik
Working Length (apacity Top caplar @ Wire Groaves Sizes Length Width Height Weight
MODEL mm mm mm mm mm mm mm kg
(M 200 200 0.8 -- -- 380 200 300 20
(MS310 310 1,0 38 4710 500 290 400 65
CM5610 610 12 42 417110 880 350 500 150
(M51050 1050 1,0 42 4710 1230 370 600 350
(MS1320 1320 15 60 4710 1700 510 810 500

Sac kivirma kapasiteleri 24 kg / mm2 sac mukavemetine gére verilmistir
Plate bending capacities are given for 24kg / mm2 plate yielding strength




MOTORLU EKSIZ OLUK CEKME MAKINASI
MOTORIZED SEAMLESS GUTTER MACHINE

SGM 37

Teknik Ozellikler ve Standartlar Technical Specifications and Standards

- Rollform metodu ile esitli kalinliktaki ve dzellikteki bant halindeki metal rulo ~Uses rolled Cold Metal Rolls in varying thickness or sizes by Rollforming method and
malzemeyi soguk sekillendirip eksiz, parcasiz bir bicimde oluk haline getirir. produces Seamless gutters.
. Hafif tasarimi s_agesinde santiye bolgesine tasinir, aragtan indirmeden dahi rahatca -With its lightweight design , can be carried easily to working site and can work in a
imalat yapilablir. vehicle without lifting down
- Elektrik motorunun ve Zincir-disli mekanizmasiyla gii¢ aktarilir ~Electric motor and Chaingear powered mechanism.
-Siyah Sac (DKP), Bakir, Aliminyum, Galvanizli veya boyali Saclar ile galisabilir -Can work with Mild Steel , Copper , Aluminum , Galvanised or any Coated Sheet materials
- Oluk, operatoriin istedii uzunlukta cekilebilmektedir. -Seamless gutter can be produced in any desired length.
Ur_eTlm M_c_]’rqr Malzeme Kalinliklari Ka_na_lu_ Uzunluk Genislik Yiikseklik Agirlik
Miktari gucu Genisligi
Production = Motaor : . Gufter . . :
Output Power Thickness Of The Materials Width Lenght Width Height Weight
MODEL met./min. kw mm mm mm mm mm kg
SGM 30 12 11 035~ 0.5 - Celik / Steel 330 2320 520 1070 410
SGM33 12 11 050-070 - Aliminyum/Aluminium 350 2320 550 1070 425
0.50 ~ 0.60 - Bakir/ Copper
SGM 37 12 11 370 2860 730 1160 500




KOPYALI ve KOPYASIZ UNIVERSAL AGA( TORNALARI
COPIER - and STANDARD UNIVERSAL WOOD LATHES

AT-K 1250

KOPYALAMA OZELLIKLI TORNA
LATHE with COPY SYSTEM

*

TR

AT 1250

STANDART TiP
STANDARD TYPE

n Teknik Ozellikler ve Standartlar

-4 ayn hizda ¢alisma ozelligi

» Ev ve Atdlye ortaminda ¢alismaya uygun
- Titresimsiz

+ Diistik ses diizeyi

{
Bl

n Technical Specifications and Standards

-4 Speed setting of spindle

- Bath home and workshop working environment friendly,
=No vibration,

+Low noise

Kizaklardan Motar Kopyalama (ap

Boy Isleme Puntaya Mesafe!  Giici Mil Devri (dakika devir) (apisleme iselme Kopyalama Boyu  Adirlik
Working  Height fromPin .~ Motor ~ RPM of Cutter Spindle - Plating Diameter = Plating Length .
Length to Slides Power (rpm) Working Diamefer on Embriodery | on Embriodery Weight
MODEL mm mm kw rpm mm mm mm kg
AT-K 1250 1250 240 2 480 200 1000 350
800/1000/1400/1800
AT 1250 1250 240 2 480 300

r““sae“t‘
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